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INFRALAN® Cabling System Class EA 10 Gbit

Art.-No. Type
E-20070-IF OC45	Keystone	Cat.6A	/	Class	EA

 

INFRALAN® Cat.6A OC45 Keystone STP 500MHz
 

•	 Keystone	housing	made	of	zinc	diecast	with	separate	dust	cover
•	 Class	EA	performance	acc.	to	ISO	11801	AMD1:2009	and	AMD2:2010-04
•	 Compact	cable	manager	for	AWG24/1	..	AWG22/1
•	 Pair	management	TIA/EIA	568	A/B
•	 PoE	Plus	acc.	to	IEEE802.3at
•	 Strain	relief	via	cable	tie

Cat.7 Connection Module
 Art.-No. Type
37596.1 Cat.7	up	to	600	MHz	with	LSA	terminals
 •	 The	connection	module	can	be	used	to	extend	installation	cable	or	reconnect	
damaged	cables	without	having	to	relay	a	complete	cable	segment.

•	 The	two	cable	ends	are	connected	with	LSA	insulation	displacement	terminals.	
All	standard	4-	or	8-core	installation	cables	from	AWG	26-22	can	be	worked	to	a	
sheath	diameter	of	10	mm.

INFRALAN® Distribution Panel 19” 1U
for Keystone modules

Art.-No. Type
37580.1IF 24-port,	RAL9005	(black),	1U
 

•	 For	holding	up	to	24	modules	in	Keystone	format
•	 Incl.	cable	management
•	 Labeling	fields	with	transparent	cover
•	 Stain	relief	via	cable	tie
•	 Delivery	without	modules

INFRALAN® Stripping Tool
 
Art.-No. Type
DCW1008 Stripping	Tool
 
•	 Tool	for	stripping	the	jacket	and	additionally	the	metal	foil	shield	of	data	cables	
(S/FTP,	U/FTP)

•	 Material	plastic,	colour	blue

Advice:	no	special	tool	needed

coloured	19“	Distribution	Panel
page	130

EMV-close

INFRALAN® Cabling System www.efb-elektronik.de
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every cable with serial number & measuring protocol
K5534GR.x grey K5534GE.x yellow K5534RT.x red
K5534BL.x blue K5534GN.x green

INFRALAN®  Cat.6A Patch Cable S/FTP 500 MHz

Available lengths in metres:
1.0	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0

Frame Set 2 x for Keystones, design capable
 

Art.-No. Type
ET-25111 Frame	Set,	2	x,	design	capable
 
•	 Design	capable,	compatible	to	the	TAE	central	frames	of	common	switch	
programes

•	 40°	slanted	outlet
•	 For	holding	2	Keystones	E-20070-IF
•	 Delivery	without	modules	and	central	frame

INFRALAN® Frame Set 1-/2-/3-x
for Keystones E-20070

Art.-No. Type
ET-25108 1	x	Type,	RAL9010	(pure	white)
ET-25109 2	x	Type,	RAL9010	(pure	white)
ET-25110 3	x	Type,	RAL9010	(pure	white)
•	 The	covers	80	x	80	have	to	be	snapped	onto	front	side	after	installation	and	are	
included	in	delivery

Available	colours:

INFRALAN® Cabling SystemCopper	Connection	Technology

•	 TIA/EIA	568B	coded
•	 Flame	retardance	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Moulded	strain	relief	with	latch	protection
•	 Every	patch	cable	individually	tested:	serial	number	on	cable	(marker)	and	measu-
ring	protocol	enables	100%	retraceability

INFRALAN® Cat.7 Installation Cable S/FTP 1000 MHz

 Art.-No. Type Frequency Fire Behaviour Colour Delivery Lengths
99980.x 4	x	2	x	AWG23/1	Ø	0.56	mm 1000	MHz FRNC-B RAL2003,	orange 100	m	-	500	m	-	1000	m
99980DX.x 2	x	(4	x	2	x	AWG23/1)	Ø	0.56	mm 1000	MHz FRNC-B RAL2003,	orange 100	m	-	500	m
99981.x 4	x	2	x	AWG23/1	Ø	0.56	mm 1000	MHz FRNC-C RAL2003,	orange 100	m	-	200	m	-	500	m	-	1000	m
99981DX.x 2	x	(4	x	2	x	AWG23/1)	Ø	0.56	mm 1000	MHz FRNC-C RAL2003,	orange 100	m	-	500	m 
Cable Construction
Conductor Copper	wire,	bare,	Ø	0.56	mm	(AWG23)	 Stranding 4	pairs	to	a	core	(PIMF)	
Insulation Foam-Skin	Polyethylen,	Ø	1.35	mm	 Total	shield Copper	braid	tinned	
Stranding 2	lines	to	a	pair	 Protective	sheath orange	
Pair	shielding Aluminium	laminated	plastic	composite	foil	

Cat.6A

serial number
measuring protocol

10Gbit
INFRALAN

R

INFRALAN
R

Cableado estructurado www.interconector.es
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INFRALAN® Cat.6A OC45 Keystone STP 500MHz 10Gbit

•	 Keystone	housing	made	of	zinc	diecast
•	 Cat.6A	component	certified	according	to	ISOIEC	11801	AMD2:2010-04,		
EN	50173-1,	IEC	60603-7-51-Ed.1	(2000-3)

•	 Very	compact	cable	presorter
•	 Pair	management	according	to	TIA/EIA	568	A/B
•	 PoE	Plus	according	to	IEEE	812.3at

Art.-No. Type
DCOC10003 Cat.6A	OC45	Keystone	for	AWG24	-	AWG22
 

INFRALAN® Distribution Panel 19” 1U
for Keystone modules

Art.-No. Type
37580.1IF 24-port,	RAL9005	(black),	1U
 

•	 For	holding	up	to	24	modules	in	Keystone	format
•	 Incl.	cable	management
•	 Labeling	fields	with	transparent	cover
•	 Stain	relief	via	cable	tie
•	 Delivery	without	modules

Advice:	no	special	tool	needed

INFRALAN® Stripping Tool

Art.-No. Type
DCW1008 Stripping	Tool
 •	 Tool	for	stripping	the	jacket	and	additionally	the	metal	foil	shield	of	data	cables	
(S/FTP,	U/FTP)

•	 Material	plastic,	colour	blue
INFRALAN

R

coloured	19“	Distribution	Panel	
page	130

EMV-close

INFRALAN® Cabling System

Cat.7 Connection Module

Art.-No. Type
37596.1 Cat.7	up	to	600	MHz	with	LSA	terminals
 

INFRALAN® Cabling System Cat.6A 10 Gbit

•	 The	connection	module	can	be	used	to	extend	installation	cable	or	reconnect	
damaged	cables	without	having	to	relay	a	complete	cable	segment.

•	 The	two	cable	ends	are	connected	with	LSA	insulation	displacement	terminals.	
All	standard	4-	or	8-core	installation	cables	from	AWG	26-22	can	be	worked	to	a	
sheath	diameter	of	10	mm.

www.efb-elektronik.de

Cableado estructurado www.interconector.es
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INFRALAN® Frame Set 1-/2-/3-x
for Keystones E-20070

Art.-No. Type
ET-25108 1	x	Type,	RAL9010	(pure	white)
ET-25109 2	x	Type,	RAL9010	(pure	white)
ET-25110 3	x	Type,	RAL9010	(pure	white)
•	 The	covers	80	x	80	have	to	be	snapped	onto	front	side	after	installation	and	are	
included	in	delivery

Frame Set 2 x for Keystones, design capable

Art.-No. Type
ET-25111 Frame	Set,	2	x,	design	capable
 •	 Design	capable,	compatible	to	the	TAE	central	frames	of	common	switch	pro-
grames

•	 40°	slanted	outlet
•	 For	holding	2	Keystones	DCOC10003
•	 Delivery	without	modules	and	central	frame

Available lengths in metres:
1.0	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0

K5540GR.x grey K5540GE.x yellow K5540RT.x red
K5540BL.x blue K5540GN.x green

INFRALAN® Cat.6A  Patch Cable S/FTP 500MHz
component-certified acc. to ISO 11801 AMD2:2010-04

•	 TIA/EIA	568B	coded
•	 Flame	retardance	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Moulded	strain	relief	with	latch	protection

Available	colours:

INFRALAN® Cabling SystemCopper	Connection	Technology

INFRALAN® Cat.7A Installation Cable S/FTP 1200 MHz
component certified acc. to ISO 11801 AMD2:2010-04

 Art.-No. Type Frequency Fire Behaviour Colour Delivery Lengths
99984.x 4	x	2	x	AWG23/1	Ø	0.56	mm 1200	MHz FRNC-B RAL1028,	melongelb 100	m	-	500	m	-	1000	m
99984DX.x 2	x	(4	x	2	x	AWG23/1)	Ø	0.56	mm 1200	MHz FRNC-B RAL1028,	melongelb 100	m	-	500	m 
Cable Construction
Conductor Copper	wire,	bare	Ø	0.57	mm	(AWG23)	 Stranding 4	pairs	to	a	core	(PIMF)	
Insulation Foam-Skin	Polyethylen,	Ø	1.40	mm	 Total	shield Copper	braid	tinned	
Stranding 2	lines	to	a	pair	 Protective	sheath FRNC-B,	melon	yellow	RAL1028	
Pair	shielding Aluminium	laminated	plastic	composite	foil	 Drum	sizes .1=1000	metres,	.100=100	metres,	.500=500	metres	

10Gbit
Cat. 6A

GHMT
serial number
measuring protocol

Cableado estructurado www.interconector.es



116
117 116

INFRALAN
R

INFRALAN
R

INFRALAN® Verkabelungssystem VISUAL CONNECT

INFRALAN® Cat.6A Kabelverbinder STP 500MHz
Incl. 2 x cable manager

Art.-No. Type
DC10010 Cat.6A	cable	connector
 •	 Connecting	cable	with	assembled	INFRALAN®	cable	mana-
ger	quick	and	fast

•	 Supports	10Gbit
•	 Supports	PoE+

Art.-No. Type
DCVC10001V3 OC45	Jack	Module	Cat.6A

 •	 component	certified	acc.	to	ISO	11801	AMD2:2010-04
•	 Keystone	housing	made	of	zinc	diecast	with	dust	cover
•	 Cat.6A	component	certified	according	to	ISO	11801	AMD2:2010-04
•	 Very	compact	cable	presorter	for	AWG23	..	AWG22	(Art.-No.	DCW1005)	included	in	
delivery

•	 Cable	manager	for	AWG27	..	AWG24	optional	(Art.-No.	DCW1006)
•	 Pair	management	according	to	TIA/EIA	568	A/B
•	 PoE	Plus	according	to	IEEE	812.3at
•	 Mounting	tool	necessary	for	assembly	(Art.-No.	DCW1007)

INFRALAN® Cat.6A VC45 Keystone STP 500MHz
component certified acc. to ISO 11801 AMD2:2010-04

Art.-No. Type
DCVC10003 INFRALAN®	VC45	Detector
 

INFRALAN® Detector with RJ45 Plug
to activate the LEDs in the VC45 jack module

•	 To	activate	the	lighting	function	in	the	LED	jack	DCVC10001
•	 Generates	continous	lighting
•	 Scope	of	delivery:	detector,	4	x	battery	LR41,	etui
•	 Suitable	spare	batteries	4	pieces	of	art.-no.	DC10002

INFRALAN® Mounting Tool
for DCW1005 and DCW1006

Art.-No. Type
DCW1007 Mounting	Tool	for	DCW1005,	DCW1006
 •	 INFRALAN®	mounting	tool	for	simultaneous	and	secure	crimping	of	all	8	IDC	
contacts	into	otimal	position	in	cable	presorters	DCW1005	and	DCW1006

•	 One-Step-Assembly	incl.	correct	shortening	of	the	overlength	cables
•	 Easy	to	use,	solid	quality	tool

INFRALAN® Cabling System

INFRALAN® Cabling System VISUAL CONNECT

The VC45 Keystone allows optically retracing of ins-
talled links. 
The VISUAL CONNECT feature - basing of a LED integ-
rated in the Keystone - shows clearly both ends of the 
link. A detector activates the LEDs even thrue Cross 
Connects. The link must be voltage free.

www.efb-elektronik.de

Cableado estructurado www.interconector.es
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10Gbit

10Gbit

INFRALAN
R INFRALAN® VC45 Detector

for activating the LEDs in the VC45 patch cable

Art.-No. Type
DC10001 INFRALAN®	VC45	Detector
 •	 For	activating	the	LEDs	in	VC45	patch	cable
•	 Different	flash	signals	(short/long)	or	a	continuous	lighting	can	be	generated
•	 Included	in	delivery:	detector,	4	x	battery	DC10002	(type	LR41),	etui

INFRALAN® Cat.6A VC45 Patch Cable S/FTP 500 MHz
with LED for tracing the cable run

DCK1002GN.x green DCK1002BL.x blue DCK1002GE.x yellow
DCK1002GR.x grey DCK1002RT.x red DCK1002WS.x white
 •	 Flame	retardant	IEC	60332-3,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	with	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5

•	 Flame	retardant	IEC	60332-3,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	with	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	10.0

DCK1001GN.x green DCK1001BL.x blue DCK1001GE.x yellow
DCK1001GR.x grey DCK1001RT.x red DCK1001SW.x black
DCK1001WS.x white

INFRALAN® Class EA VC45 Patch Cable S/FTP 500 MHz 
with LED for tracing the cable run

Spare Coin Cell

Art.-No. Type PU
DC10002 Coin	Cell	LR41 1
 •	 Neccessary	for	fully	replacement	of	the	batteries	in	a	
detector	are	4	pcs.

Available	colours:

Available	colours:

INFRALAN® Cabling SystemCopper	Connection	Technology

Application of INFRALAN® VC45 Patch Cables:

1. Connect detector with one RJ45 plug of the  
INFRALAN® patch cables (plug can be plugged-in)

2. Switch on the detector, choose one of three different lighting signals by 
pushing the button on the side  
(fast flashing, slow flashing, permanent lighting) 

3. Both RJ45 plugs at the ends of the patch cable will light up an show assign-
ment clearly. While this networking operation will not be interrupted, any 
connected active components will not be impaired in their function.

 INFRALAN® VC45 Visual Connect Patch Cables Class EA / Cat.6A  

Cableado estructurado www.interconector.es



118
119 118

118

      

INFRALAN® VC45 Cabling System 
VISUAL CONNECT compact

INFRALAN® VC45 Cabling System
Copper solution
 Art.-No. Type Colour Cable Module
DCVC10010.x INFRALAN	VC45	Cabling	System aqua AWG24/1	FRNC-B RJ45	STP

 Art.-No. Type Colour Fiber Module
DCVC10011.x 6	x	LC	duplex	Module	mit	LED green 9/125µ	OS2 LC	APC
DCVC10012.x 6	x	LC	duplex	Module	with	LED yellow 9/125µ	OS2 LC
DCVC10013.x 6	x	LC	duplex	Module	with	LED aqua 50/125µ	OM3 LC
DCVC10014.x 6	x	LC	duplex	Module	with	LED erika-violet 50/125µ	OM4 LC

INFRALAN® Cabling System compact
Fiber solution

INFRALAN® 19” Socket for VC Cabling System

INFRALAN® Cabling System

Suitable	for	cabinet	to	cabinet	connections

•	 6x	LC	Duplex	Module	with	LED	(1x)
•	 OS2	yellow,	OM3	aqua,	OM4	violet
•	 LC	APC	OS2	green
•	 10Gbit	Ethernet
•	 Length	up	to	500m	with	protocoll
•	 Optical	prosecution	of	the	trunks	via	1x	integrated	LED	inside	the	6x	LC	Module
•	 Cable:	12	Fiber

Available lengths in metres:
1.0..500	m

Suitable	for	cabinet	to	cabinet	connections	Assembled.
With		INFRALAN®	VISUAL	CONNECT	function	(LED)

•	 6x	RJ45	Module	with	LED	(1x)
•	 Class	EA	ISO	11801
•	 10Gbit	Ethernet
•	 Length	up	to	50m	with	protocol
•	 Optical	prosecution	of	the	trunks	via	1x	integrated	LED	inside	the	6x	RJ45	Module
•	 Cable:	AWG	24/1	FRNC-B
•	 Colour:	aqua

Available lengths in metres:
1.0..50	m

Art.-No. Type
DCP10010 1U,	6	x	6	Modul,	36	Ports
DCP10015 2U,	14	x	6	Module,	84	Ports
DCP10030 3U,	28	x	6	Modul,	168	Ports
 

www.efb-elektronik.de
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INFRALAN® Trunk Cables pre-assembled with OC45 Keystone Class EA E-20070-IF

Art.-No. Type Assembly Performance
DCK23206.1 Trunk	Cable	Cat.7	S/FTP	6	x	(	4	x	2	x	AWG23/1)	LSHF 6	x	Module	E-20070-IF	both-sided	(total	12	Modules) Link	Class	EA	up	to	80	m
DCK23208.1 Trunk	Cable	Cat.7	S/FTP	8	x	(	4	x	2	x	AWG23/1)	LSHF 8	x	Module	E-20070-IF	both-sided	(total	16	Modules) Link	Class	EA	up	to	80	m
DCK26206.1 Trunk	Cable	Cat.7	S/FTP	6	x	(	4	x	2	x	AWG26/1)	LSHF 6	x	Module	E-20070-IF	both-sided	(total	12	Modules) Link	Class	EA	up	to	60	m

•	 Pre-assembled	with	Cat.6_A_	VC45	Keystone	module	DCVC10001V3	or	Class	E_A_	OC45	module	E-20070-IF
•	 Due	to	the	very	small	cable	diameter	of	the	very	compact	trunk	cables	specially	suitable	for	use	in	data	center	(packing	density,	climatisation...)
•	 Factory-provided	measuring	protocol	included
•	 Performance	Cat.7	/	Cat.6_A_	/	Class	E_A_	is	guaranteed	up	to	80	m	based	on	the	conductor	diameter	AWG23/AWG22,	up	to	60	m	for	AWG26
•	Whip	length	and	total	length	according	to	customer	specification

INFRALAN® Trunk Cables pre-assembled with VC45 Keystone Cat.6A DCVC10001V3

Art.-No. Type Assembly Performance
DCVC23206.1 Trunk	Cable	Cat.7	S/FTP	6	x	(	4	x	2	x	AWG23/1)	LSHF 6	x	Module	DCVC10001V3	both-sided	(total	12	Modules) Link	Class	EA	up	to	80	m
DCVC23208.1 Trunk	Cable	Cat.7	S/FTP	8	x	(	4	x	2	x	AWG23/1)	LSHF 8	x	Module	DCVC10001V3	both-sided	(total	16	Modules) Link	Class	EA	up	to	80	m
DCVC26206.1 Trunk	Cable	Cat.7	S/FTP	6	x	(	4	x	2	x	AWG26/1)	LSHF 6	x	Module	DCVC10001V3	both-sided	(total	12	Modules) Link	Class	EA	up	to	60	m

Trunk cable, both-sided pre-assembled with INFRALAN® VC45 Keystone DCVC10001V3 Cat.6A:

Visual Connect Function

Trunkkabel

INFRALAN® Cabling System Trunk Cable

www.efb-elektronik.de
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Trunk Cables Cat.7 S/FTP
6- / 8  x AWG23/1, 6- x AWG26/1

Art.-No. Type
DC99992.1 Trunk	Cable	Cat.7	S/FTP	8	x	(	4	x	2	x	AWG23/1)	LSHF
DC99993.1 Trunk	Cable	Cat.7	S/FTP	6	x	(	4	x	2	x	AWG23/1)	LSHF
DC99998.1 Trunk	Cable	Compact	Cat.7	S/FTP	6	x	(	4	x	2	x	AWG26/1)	LSHF

Trunk CableCopper	Connection	Technology

Trunk Cables...
...are especially suitable for the use in data centres, where   
packing density and climatisation have highest priority.
Multiple single cables Cat.7 S/FTP are stranded and equiped 
with a total insulation. Thereby trunk cables are very compact 
compared to single cables.

Standards:
IEC	61156-6
ISO/IEC	11801	2.	edition
EN	50173-5
EN	50288-4-2

Construction 6 x 4 x 2AWG26 6/8 x 4 x 2 x AWG23
Conductor Bare	copper	wire,	ø	0.4	mm	(AWG26) Bare	copper	wire,	ø	0.56	mm	(AWG23)
Insulation Foam-Skin	Polypropylene,	ø	1.0	mm	(+/-	0.05) Foam-Skin	Polypropylene,	ø	1.35	mm
Stranding 2	wires	to	a	pair 2	wires	to	a	pair
Pair	shielding Aluminium	laminated	plastic	composite	foil Aluminium	laminated	plastic	composite	foil
Cable	construction 4	pairs	to	a	core 4	pairs	to	a	core
Total	shielding Tinned	copper	braid Tinned	copper	braid
Cable	jacket LSHF,	orange	RAL2003,	printed	with	numbers	1	..	6 LSHF,	orange	RAL2003,	printed	with	numbers	1	..	6/8/12
Stranding 0+6	stranded	around	central	element 0+6/8/12	stranded	around	central	element
Outer	jacket LSHF,	orange	RAL2003 LSHF,	orange	RAL2003

Flame Retardance
LSHF Flame	retardant	IEC	60332-1;	halogenfree	IEC	60754-2;	low	smoke	IEC	61034

Cableado estructurado www.interconector.es
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LSA	Insertion	Tool	Art.-Nr.	39951.1	see	page	171

Cat.6A 24-Port Patch-Panel STP 500 MHz 19” 1U, 10Gbit
component certified acc. to ISO 11801 AMD2:2010-04

Art.-No. Type
37666K.1 Cat.6A	500	MHz,	24-Port	RJ45,	RAL7035,	1U
 •	 Cable	connection	via	LSA	terminals	AWG22-AWG24
•	With	screw	for	earth	connection
•	 Printed	with	colour	code	TIA	568	B

Art.-No. Type Colour
Connection top/bottom 
ET-25162K.1 2-port	flush-type RAL1013,	pearl-white
ET-25163K.1 2-port	flush-type RAL9010,	pure-white
Connection right/left 
ET-25160K.1 2-port	flush-type RAL1013,	pearl-white
ET-25161K.1 2-port	flush-type RAL9010,	pure-white

Cat.6A Data Outlet STP 500 MHz, 10Gbit, design capable
component certified acc. to ISO 11801 AMD2:2010-04

•	 40°	outlet,	LSA	IDC	terminals,	incl.	6.3	mm	earth	connection
•	 Fully	shielded	diecast	housing
•	 For	installation	in	ducts	and	underfloor	systems,	central	plate	conforms	to	
DIN49075,	metal	frame

•  Design-capable, compatible with all common switch programs
•	 Packing	unit:	5	pcs.

Cat.6A Components www.efb-elektronik.de

Cableado estructurado www.interconector.es



123
123

122

INFRALAN
R

37580.1

ET25108/109/110

INFRALAN
R

Cat.6A Keystone STP 500 MHz
component certified acc. to ISO 11801 AMD2:2010-04

Art.-No. Type
E-20090 Cat.6A	Keystone	Module	STP
 •	 RJ45	module	STP	for	AWG24/1	..	AWG22/1
•	 Diecast	housing,	strain	relief	via	cable	tie
•	 TIA/EIA	568A/B	coded
•	 PoE	Plus	acc.	to	IEEE	802.3at

 Art.-No. Type Frequency Fire Behaviour Colour Delivery Lengths
99984.x 4	x	2	x	AWG23/1	Ø	0.56	mm 1200	MHz FRNC-B RAL1028,	melon	yellow 100	m	-	500	m	-	1000	m
99984DX.x 2	x	(4	x	2	x	AWG23/1)	Ø	0.56	mm 1200	MHz FRNC-B RAL1028,	melon	yellow 100	m	-	500	m
 
Cable Construction CCopper	wire,	bare	Ø	0.57	mm	(AWG23)	

Copper	wire,	bare	Ø	0.57	mm	(AWG23)	 Stranding 4	pairs	to	a	core	(PIMF)	
Insulation Foam-Skin	Polyethylen,	Ø	1.40	mm	 Total	shield Copper	braid	tinned	
Stranding 2	lines	to	a	pair	 Protective	sheath FRNC-B,	melon	yellow	RAL1028	
Pair	shielding Aluminium	laminated	plastic	composite	foil	 Drum	sizes .1=1000	metres,	.100=100	metres,	.500=500	metres	

INFRALAN® Cat.7A Installation Cable S/FTP 1200 MHz
component certified acc. to ISO 11801 AMD2:2010-04

component-certified acc. to ISO 11801 AMD2:2010-04
K5540GR.x grey K5540GE.x yellow K5540RT.x red
K5540BL.x blue K5540GN.x green

INFRALAN® Cat.6A  Patch Cable S/FTP 500 MHz

Advice:	no	special	tool	needed

•	 TIA/EIA	568B	coded
•	 Flame	retardance	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Moulded	strain	relief	with	latch	protection
•	 Every	patch	cable	individually	tested:	serial	number	on	cable	(marker)	and	measu-
ring	protocol	enables	100%	retraceability

Available lengths in metres:
1.0	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0

Available	colours:

Cat.6A ComponentsCopper	Connection	Technology

10Gbit
Cat. 6A

GHMT
serial number
measuring protocol
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Art.-No. Type
37666.1AV4 500	MHz,	24-port	RJ45,	RAL7035,	1U
 •	 Fully	shielded	patch	panel	with	24	fully	shielded	jacks	for	using	in	structured	
cabling	systems

•	 Cable	connection	via	LSA	terminals	AWG22-AWG24
•	With	screw	for	earth	connection
•	 Printed	with	colour-code	acc.	TIA	568	B

Cat.6A Flush-Type Outlet STP 500 MHz, 10Gbit, design capable

•	 40°	outlet,	LSA	IDC	terminals,	incl.	6.3	mm	earth	connection
•	 Fully	shielded	diecast	housing,	metal	frame
•	 For	installation	in	ducts	/	underfloor	systems,	central	plate	conforms	to	DIN49075
•  Design-capable, compatible with all common switch programmes
•	 Suitable	surface-mount	housing:	ET-25074	/	ET-25084

Art.-No. Type Colour
Connection top/bottom 
ET-25132AV5 2-port	flush-type RAL1013,	pearl-white
ET-25133AV5 2-port	flush-type RAL9010,	pure-white
Connection right/left 
ET-25130AV5 2-port	flush-type RAL9010,	pure-white
ET-25131AV5 2-port	flush-type RAL1013,	pearl-white

LSA/IDC Insertion Tool

Art.-No. Type
39951.1 Krone	Insertion	Tool	with	Sensor
 
•	 LSA	Insertion	tool	for	LSA	terminals	and	simultanious	cutting
•	 The	sensor	(only	Art.-No.	39951.1)	ensures	correct	positioning	of	the	wire	in	the	LSA/
IDC	contact

Cat.6A / Class EA 24-Port Patch-Panel STP 500 MHz
19” 1U, 10Gbit

Cat.6A /Class EA Components www.efb-elektronik.de
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37580.1

ET25108/109/110

INFRALAN
R

Cat.6A RJ45 Keystone STP 500 MHz
Class EA link certified acc. to ISO 11801 AMD2:2010-04

Art.-No. Type
E-20070 Cat.6A	Keystone	Module	STP
 

•	 Class	EA	link	performance	acc.	to	ISO	11801	AMD1:2009	and	AMD2:2010
•	 RJ45	module	STP	for	AWG24/1	..	AWG22/1
•	 Diecast	housing,	no	LSA	tool	necessary
•	 TIA/EIA	568A/B	coded
•	 Strain	relief	via	cable	tie
•	 PoE	Plus	acc.	to	IEEE	802.3at

Available	colours:

INFRALAN® Cat.7 Installation Cable S/FTP 1000 MHz

•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	boot	with	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with S/FTP PiMF DRAKA UC900 1000 MHz Kabel and Hirose TM21
K8051.x grey K8050.x black K8052.x red
K8053.x green K8054.x blue K8055.x yellow
K8056.x orange K8058.x white

Cat.6A / Class EA Patch Cable S/FTP 500 MHz 10Gbit

Draka
TM21

Cat. 6A

Copper	Connection	Technology Cat.6A /Class EA Components

 Art.-No. Type Frequency Fire Behaviour Colour Delivery Lengths
99980.x 4	x	2	x	AWG23/1	Ø	0.56	mm 1000	MHz FRNC-B RAL2003,	orange 100	m	-	500	m	-	1000	m
99980DX.x 2	x	(4	x	2	x	AWG23/1)	Ø	0.56	mm 1000	MHz FRNC-B RAL2003,	orange 100	m	-	500	m
99981.x 4	x	2	x	AWG23/1	Ø	0.56	mm 1000	MHz FRNC-C RAL2003,	orange 100	m	-	200	m	-	500	m	-	1000	m
99981DX.x 2	x	(4	x	2	x	AWG23/1)	Ø	0.56	mm 1000	MHz FRNC-C RAL2003,	orange 100	m	-	500	m 
Cable Construction
Conductor Copper	wire,	bare,	Ø	0.56	mm	(AWG23)	 Stranding 4	pairs	to	a	core	(PIMF)	
Insulation Foam-Skin	Polyethylen,	Ø	1.35	mm	 Total	shield Copper	braid	tinned	
Stranding 2	lines	to	a	pair	 Protective	sheath orange	
Pair	shielding Aluminium	laminated	plastic	composite	foil	

Advice:	no	special	tool	needed

Cableado estructurado www.interconector.es
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Art.-No. Type
37656.1 24-Port	Cat.6A
 

•	 24	x	fully	shielded	RJ45	jacks
•	 Metal	housing	RAL9005,	black
•	 8-pole	IDC	terminals
•	 Colour	code	TIA	568	A/B

Art.-No. Type Colour
691813 12-Port	Cat.6A RAL7035,	light	grey
691813SW 12-Port	Cat.6A RAL9005,	black

Art.-No. Type Colour
37652.3 8-Port	RJ45 RAL7035,	light	grey
37658.1 12-Port	RJ45 RAL7035,	light	grey
37652.1 8-Port	RJ45 RAL9005,	black
37658.2 12-Port	RJ45 RAL9005,	black
37652.4 8-Port	RJ45	for	Din	Rail RAL7035,	light	grey
37658.3 12-Port	RJ45	for	Din	Rail RAL7035,	light	grey
37652.2 8-Port	RJ45	for	Din	Rail RAL9005,	black
37658SW.2 12-Port	RJ45	for	Din	Rail RAL9005,	black

Cat.6A 24-Port Patch-Panel STP 500 MHz
10Gbit 19”/1U

Cat.6A / Class EA 12-Port Patch-Panel STP 500 MHz
10Gbit 10”/1U

Cat.6A / Class EA 8/12 Port Mini Patch-Panel STP 500 MHz
10Gbit

Cat.6A /Class EA Components

•	 12	x	fully	shielded	RJ45	jacks
•	 Metal	housing	RAL9005,	black
•	 8-pole	IDC	terminals
•	 Colour	code	TIA	568	A/B

•	 8/12	x	fully	shielded	RJ45	jacks
•	 Metal	housing	RAL9005,	black
•	 8-pole	IDC	terminals
•	 Colour	code	TIA	568	A/B

www.efb-elektronik.de
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Cat.6A Snap-In Adapter STP 500 MHz

Art.-No. Type
37521.1 STP	modular	adapter,	shielded
 •	 RJ45	jack/jack,	shielded,	1:1
•	 Plastic	housing,	metallised

Class EA / Cat.6A Extension S/FTP PiMF

Art.-No. Type
K9201.50 Class	EA	/	Cat.6A	Installation	Section,	50	m	on	Cable	Drum
K9201.90 Class	EA	/	Cat.6A	Installation	Section,	90	m	on	Cable	Drum

•	 Robust	special	rubber	cable	drum,	complete	with	Cat.7	S/FTP	installation	cable,	
integrated	outlet	Cat.6A	1	x	RJ45	with	dust	cap	and	1	x	Cat.6A	RJ45

•	 Very	well	suited	to	mobile	use,	for	exhibitions,	presentations,	outside	broadcas-
ting	vans,	measuring	sections	etc.

•	 A	standardised	installation	section	in	accordance	with	„structured	cabling	Class	
EA	/	Cat.6A

Cat.6A Distribution-Panel STP 500 MHz
10Gbit 24 Port / 48 Port 19” 1U assembled with RJ 45  modules

•  Mounting-Adapter: Cat.6A Snap-In 10 Gbit RJ45 jack/RJ45 jack (37521.1)
•	 Incl.	Cable	management
•		Strain	relief	via	cable	tie

Art.-No. Type Colour
37598.1 24-Port	Patch-Panel	assembled RAL9005,	black
37599.1 48-Port	Patch-Panel	assembled RAL9005,	black
 

front

back

Copper	Connection	Technology Cat.6A Components
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•	 Class	E	(250	MHz)	acc.	to	ISO/IEC	11801	and	EN50173
•	 Printed	with	colour	code	TIA	568	A/B
•	 24	x	fully	shielded	RJ45	jacks
•	 8-pole	LSA	terminals
•	 19“	fully	shielded	steel	plate	housing
•	 Strain	relief	via	cable	ties

Art.-No. Type
37667.1V5 24-Port,	RAL7035	(light	grey),	1U
37667SW.1V5 24-port,	RAL9005	(black),	1U
 

•	 Class	E	(250MHz)	acc.	to	ISO/IEC	11801	and	EN50173
•	 48	x	fully	shielded	RJ45	jacks
•	 8-pole	LSA	terminal
•	 19“	fully	shielded	steel	plate	housing
•	 Strain	relief	via	cable	ties

Art.-No. Type
37687.1 48-Port	RJ45,	1U,	RAL7035
 

Art.-No. Type Colour
Connection top/bottom 
ET-25210.4V5 2-Port,	f-m RAL1013,	pearl-white
ET-25211.4V5 2-Port,	f-m RAL9010,	pure-white
Connection right/left 
ET-25211.3V5 2-Port,	f-m RAL9010,	pure-white
ET-25210.3V5 2-Port,	f-m RAL1013,	pearl-white

Cat.6 Class E Flush-Type Outlet STP 250 MHz
1Gbit Standard Flush-mounted

•	 Class	E	(250	MHz)	according	to	ISO/IEC	11801	and	EN50173
•	 40°	outlet,	8-pole	IDC	terminals
•	 Fully	shielded	diecast	housing,	labelling	field	with	transparent	cover
•	 For	installation	in	ducts	and	underfloor	systems
•	 Central	plate	50	x	50	mm,	including	cover	plate	80	x	80	mm	

LSA	Insertion	Tool	Art.-Nr.	39951.1	see	page	171

Cat.6 / Class E Patch-Panel STP 250 MHz
1Gbit 19” 1U

Cat.6 / Class E 48-Port Patch-Panel STP 250 MHz
1Gbit 19” 1U

Cat.6 / Class E www.efb-elektronik.de
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37580.1

INFRALAN
R

Cat. 6
1 Gbit

Cat.6 RJ45 Keystone STP 250 MHz

Art.-No. Type
E-20072 Cat.6	RJ45	Keystone	Module	STP
 

•	 Shielded	1GBaseT,	Class	E	Keystone	Jack	for	AWG24/1	..	AWG22/1
•	 Diecast	housing,	no	LSA	tool	necessary
•	 TIA/EIA	568A/B	coded
•	 Strain	relief	via	cable	tie
•	 We	recommend	a	support	tool	to	press	the	housing	e.g.	Knipex	tool	No.	8603180
•	 PoE	Plus	acc.	to	IEEE	802.3at

with length imprint on the boot
K5510.x grey K5511.x yellow K5512.x red
K5513.x blue K5514.x green K5515.x black
K5516.x orange K5517.x brown K5518.x white
K5519.x magenta

•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Moulded	strain	relief	boot	with	latch	protection

Available lengths in metres:
0.15	-	0.25	-	0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

Available	colours:

INFRALAN® Cat.7 Installation Cable S/FTP 1000 MHz

Cat.6 Patch Cable S/FTP 250 MHz

Advice:	no	special	tool	needed ET25108/109/110

Copper	Connection	Technology Cat.6 Components

 Art.-No. Type Frequency Fire Behaviour Colour Delivery Lengths
99980.x 4	x	2	x	AWG23/1	Ø	0.56	mm 1000	MHz FRNC-B RAL2003,	orange 100	m	-	500	m	-	1000	m
99980DX.x 2	x	(4	x	2	x	AWG23/1)	Ø	0.56	mm 1000	MHz FRNC-B RAL2003,	orange 100	m	-	500	m
99981.x 4	x	2	x	AWG23/1	Ø	0.56	mm 1000	MHz FRNC-C RAL2003,	orange 100	m	-	200	m	-	500	m	-	1000	m
99981DX.x 2	x	(4	x	2	x	AWG23/1)	Ø	0.56	mm 1000	MHz FRNC-C RAL2003,	orange 100	m	-	500	m 
Cable Construction
Conductor Copper	wire,	bare,	Ø	0.56	mm	(AWG23)	 Stranding 4	pairs	to	a	core	(PIMF)	
Insulation Foam-Skin	Polyethylen,	Ø	1.35	mm	 Total	shield Copper	braid	tinned	
Stranding 2	lines	to	a	pair	 Protective	sheath orange	
Pair	shielding Aluminium	laminated	plastic	composite	foil	

Cableado estructurado www.interconector.es
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ET-25023

Cat.6 Modular Adapter STP 

Art.-No. Type
37489.1 Metal	housing,	Cat.6	RJ45	8/8	jacks	STP
 •	 Jack/jack	Cat.6
•	 1:1	assigned

Cat.6 Snap-In Adapter STP Modular Adapter Cat.6 STP 90°

Art.-No. Type
37486.1 STP	modular	adapter,	shielded
 •	 Cat.6	RJ45	8/8	jacks	1:1	shielded
•	 Snap-in	mounting	(Keystone)

Art.-No. Type
37484.1 Modular	Adapter	Cat.6	STP	90°
 •	 Cat.6	RJ45	8/8	jacks	1:1,	shielded
•	 90°	angled	to	downside

Frame Set 1-/2-/3 x Distribution Panel 19” 1U
for Keystone modules
Art.-No. Type
37580.1 24-port,	RAL9005	(black),	1U
37578.1 24-port,	RAL7035	(light	grey)
37576.1 24-port,	silver	metallic
37571.1 16-port,	silver	metallic
 
•	 For	holding	up	to	24	modules	in	Keystone	format
•	 Incl.	cable	management
•	 Strain	relief	via	cable	tie
•	 Delivery	without	modules

Cat.6 Connection Module
up to 250 MHz with IDC terminals

Art.-No. Type
37596.2 Cat.6	up	to	250	MHz	with	LSA	terminals
 
•	 The	connecting	module	can	be	used	to	extend	installation	cables	or	reconnect	
damaged	cables	without	having	to	relay	a	complete	cable	segment.

•	 With	adhesive	tapes	for	fixing
•	 Screw-type	strain	relief
•	 Cable	entry	up	to	7.5	mm

KDO-Housing Surface-Mounted IP44
for data outlets and keystone modules

Art.-No. Type
ET-25021 KDO	housing,	IP44,	for	data	outlets
ET-25023 KDO	housing,	IP44,	for	2	x	keystone
 •	 With	label	under	clear	cover
•	 Lockable,	2	keys	included
•	 Colour	similar	RAL7035,	light	grey
•	 Dimensions	93	x	93	x	90	mm	/	weight	ca.	265	g
•	 Suitable	outlets	(ET-25021):	ET-25210,	ET-25211,	ET-25122...125
•	 Suitable	modules	(ET-25023):	E-20070,	E-20072,	E-20090

Keystone Accessories www.efb-elektronik.de
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Frame Set 2 x for Keystones, design capable

Art.-No. Type
ET-25111 Frame	Set,	2	x,	design	capable
 •	 Design	capable,	compatible	to	the	TAE	central	frames	of	common	switch	progra-
mes

•	 40°	slanted	outlet
•	 For	holding	2	Keystones	E-20070,	E-20072,	E-20090	and	DCOC10003V3
•	 Delivery	without	modules	and	central	frame

DIN Rail Adapter for Keystone modules

Art.-No. Type
ET-25184 DIN-Rail	adapter	for	1	Keystone	module
ET-25184.1 DIN-rail	adapter	for	2	keystone	modules
ET-25184.2 DIN-rail	adapter	for	3	keystone	modules
•	 For	carrying	Keystone	modules
•	 Delivery	without	Keystone	Modules

RJ45 Keystone Holder 1 x
for DIN-Rail, side-by-side mountable
Art.-No. Type
ET-25186 Keystone	Holder	for	DIN	Rail

•	 Module	holder	for	mounting	on	DIN-Rail	TH35	acc.	to	DIN	EN60715
•	 1	DU	(>	18	mm)	width	(DIN	43880)
•	 For	Keystone	RJ45	(E-20070,	E-20072,	E-20090)
•	 Side-by-side	mountable,	with	earthing	spring
•	 Colour:	RAL7035,	light	grey

INFRALAN® Frame Set 1-/2-/3 x

Art.-No. Type Colour
ET-25087 Frame	Set	1	x RAL9010,	pure-white
ET-25085 Frame	Set	2	x RAL9010,	pure-white
ET-25089 Frame	Set	3	x RAL9010,	pure-white

•	 For	holding	1,	2	or	3	Keystone	modules
•	 Frame	set	with	cover	80	x	80	and	central	plate	50	x	50
•	With	dust	covers
•	 Delivery	without	modules
•	 Advice:	ET-25089	not	for	Keystones	E-20050,	E-20061,	E-20080,	E-20081	E-
20070-IF,	E-20072,	E-20090

Keystone AccessoriesCopper	Connection	Technology
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Keystone Distribution Panel 19” 1U
for Keystone modules, angled

Art.-No. Type
37592.1 24-port,	angled,	RAL9005	(black),	1U

 

•	 For	holding	up	to	24	modules	in	Keystone	format
•	 Incl.	cable	management
•	 Strain	relief	via	cable	tie
•	 Delivery	without	modules

Surface Frames for Data Outlets 

Art.-No. Type Colour Dimensions (in	mm)
ET-25074V2 Surface-mounting	frame RAL1013,	pearl-white 80	x	80	x	40	mm
ET-25084V2 Surface-mounting	frame RAL9010,	pure-white 80	x	80	x	40	mm
518985AV Cover	plate RAL1013,	pearl-white 80	x	80	mm
518985AVR Cover	plate RAL9010,	pure-white 80	x	80	mm

•	 Surface-mounting	outlets	can	be	combined	from	the	flush-type	outlets	or	the	
installation	duct	types

Cableado estructurado www.interconector.es
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Consolidation Point CP-Box for 4/8/24 Keystones

Art.-No. Type Dimensions (B x D x H)
ET-25172 4	x	RJ45	module 115	x	266	x	40	mm
ET-25172.1 8	x	RJ45	Module 230	x	266	x	40	mm
ET-25172.3 24	x	RJ45	Module 490	x	266	x	40	mm

•	 Consolidation	Point	Box
•	 For	4,	8	or	24	Keystones
•	 Earthing	bolt
•	 Cover	hinged

Frame Set for Floor Tanks for 6 / 9 Keystones

Art.-No. Type Mounting Type
ET-25178 Version	2	x,	for	6	x	Keystone GB2
ET-25179 Version	3	x,	for	9	x	Keystone GB3

•	 Frame	set	for	mounting	6	resp.	9	RJ45	Keystone	modules	in	OBO	Bettermann	
floor	tanks	GB2/GB3

Keystone distribution Box surface mounted 6/12

Art.-No. Type Colour
ET-25174.1 6	/	12	Port white
 

•	 Cat.6A	10	10Gbit	Ethernet	performance
•	 8/12	x	fully	shielded	RJ45	jacks
•	 8-pole	IDC	terminals
•	 Colour	code	TIA	568	A/B

Art.-No. Type Colour
37653.1V2 8-Port	RJ45 RAL7035,	light	grey
37648.1V2 12-Port	RJ45 RAL7035,	light	grey
37653SW.1V2 8-Port	RJ45 RAL9005,	black
37648SW.1V2 12-Port	RJ45 RAL9005,	black
37653.2 8-Port	RJ45	for	Din	Rail RAL7035,	light	grey
37648.2 12-Port	RJ45	for	Din	Rail RAL7035,	light	grey
37653SW.2 8-Port	RJ45	for	Din	Rail RAL9005,	black
37648SW.2 12-Port	RJ45	for	Din	Rail RAL9005,	black

Cat.6 Class E 8/12 Port Mini Patch-Panel STP 250 MHz
1Gbit

Keystone Accessories

•	 170	x	110	x	40	mm	(L	x	W	x	D)
•	 Plastic	housing

Delivery	without	modules

www.efb-elektronik.de
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Cat. 5e
1 Gbit

•	 Certified	in	accordance	with	Cat.5e,	100	Mbit/s
•	 Acc.	ISO/IEC	11801,	EN50173
•	 TIA/EIA	568A,	568B	and	EN50173	number-coded
•	 24	x	fully	shielded	RJ45	jacks
•	 8-pole	LSA	terminal
•	 19“	fully	shielded	steel	plate	housing
•	 Strain	relief	via	cable	ties

Art.-No. Type
37668.1 24-Port	RJ45,	1U,	RAL7035
 

Art.-No. Type Colour Connection
ET-25200 2-Port,	f-m RAL1013,	pearl-white right/left
ET-25201 2-Port,	f-m RAL9010,	pure-white right/left

•	 Modular	outlets	Cat.5e,	flush-mounted
•	 Fully-shielded	diecast	housing
•	 For	installation	in	ducts	and	underfloor	systems
•	 Surface-mounted	possible	in	conjunction	with	the	surface-mounting	frame	
ET-25074/84

with length imprint on the boot
K5453.x grey K5461.x green K5462.x blue
K5463.x yellow K5464.x red K5465.x black

•	 TIA/EIA	568B	coded,	flame	retardant	IEC	60332-1
•	 Moulded	strain	relief	boot	with	latch	protection
•		Colour	grey	also	available	in	0.15/0.25	meters:	Art.-No.	K5453GR.0,15/0,25

Available	lengths	in	metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

Available	colours:

Cat.5e Patch Cable F/UTP 100 MHz

LSA	Insertin	Art.-Nr.	39951.1	see	page	171

Cat.5e 24-Port Patch Panel STP 100 MHz
1Gbit 19” 1U

Cat.5e Data Outlet STP 100 MHz
1Gbit Standard Flush-Mounted

Cat.5e ComponentsCopper	Connection	Technology
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37529.1

37529.2

Art.-No. Type Colour
37650.2 8-Port	RJ45 RAL7035,	light	grey
37657.1 12-Port	RJ45 RAL7035,	light	grey
37650SW.2 8-Port	RJ45 RAL9005,	black
37657SW.1 12-Port	RJ45 RAL9005,	black
37650.3 8-Port	RJ45	for	Din	Rail RAL7035,	light	grey
37657.2 12-Port	RJ45	for	Din	Rail RAL7035,	light	grey
37650SW.3 8-Port	RJ45	for	Din	Rail RAL9005,	black
37657SW.2 12-Port	RJ45	for	Din	Rail RAL9005,	black

•	 ISO/IEC	11801,	EN50173	TIA/EIA	568A
•	 Fully	shielded	RJ45	jacks
•	 Metal	housing
•	 8-pole	LSA	terminal
•	 Dimensions	8-port:	162	x	44.5	x	112	mm	(WxHxD)
•	 Dimensions	12-port:	212	x	44.5	x	130	mm	(WxHxD)
•	 Adapter	set	for	DIN	rail	mounting	included	in	delivery

Cat.5e Extension F/UTP 100 MHz
Art.-No. Type
K9200.50 Cat.5e	installation	section,	50	m	on	cable	drum
K9200.90 Cat.5e	installation	section,	90	m	on	cable	drum

•	 Robust	special	rubber	cable	drum,	complete	with	FTP	Cat.5e	installation	cable,	
integrated	outlet	1	x	RJ45	with	dust	cap	and	1	x	RJ45	modular	jack

•	 Very	well	suited	to	mobile	use,	for	exhibitions,	presentations,	outside	broad-
casting	vans,	measuring	sections	etc.

•	 A	standardised	installation	section	in	accordance	with	„structured	cabling	
Cat.5e“

Art.-No. Type Colour
E-20050 Cat.5e	RJ45	Keystone	Module	UTP white
E-20051 shielded metallized
 •	 Suitable	for	AWG22	-	AWG26
•	 LSA	tool	necessary	(e.g.	Art.-No.	39951.1)
•	 For	use	in	modular	distribution	panels	up	to	24	ports,	frame	sets	1/2/3-port	and	KDO	housing

•	 Jack/jack	Cat.5e
•	 1:1	wired	(37529.1)	/	crossed	(37529.2)

Cat.5e Modular Adapter
Art.-No. Type
37529.1 E-TA	8/8MG	RJ45,	Plastic	housing	metallised,	RJ45	shielded,	1:1
37529.2 E-TA	8/8MG	RJ45,	Plastic	housing	metallised,	RJ45	shielded,	cross

Cat.5e 8/12 Port Mini Patch-Panel STP 100 MHz
1Gbit

Cat.5e RJ45 LSA Keystone STP 100 MHz 1Gbit

Cat.5e Components www.efb-elektronik.de
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37508.1V2

37508.2

Snap-In Adapters

Art.-No. Type
37508.1V2 E-TA	8/8	-	high	grade	steel
37508.2 E-TA	8/8,	RJ45

•	 RJ45	jack/jack,	shielded,	1:1	wired
•	 Snap-in	mounting	(Keystone)

Modular Adapter

Art.-No. Type
37507.1 E-TA	8/8,	RJ45	housing	metallic
 •	 Jack/jack
•	 1:1	wired

Blind Dummy Insert For Keystone Holes

Art.-No. Colour PU
38018.1 white 100
38018.2 black 100

•	 To	cover	unused	ports
•	 For	Keystone	panels	37571.1,	37576.1,	37578.1,	
37580.1

Art.-No. Type
37520.2 RJ45	dummy	plug	black,	100	pcs.
 •	 Dust	protection	for	unused	ports
•	 For	RJ45	patch	panel	and	outlets

RJ45 Dummy Plug Black 100 pcs.Modular Adapter RJ45 D-Sub

Art.-No. Type
ETM23066 DB09	plug	/	RJ45	jack
ETM23067 DB09	jack	/	RJ45	jack
ETM23054 DB25	plug	/	RJ45	jack
ETM23055 DB25	jack	/	RJ45	jack

•	 Freely	configurable
•	 Metallized	housing

Modular Adapter UTP
Art.-No. Type Adapter
37502.1 E-TA	6/6	un-

shielded,	RJ12
RJ12	jack	/	RJ12	
jack

37503.1 E-TA	8/8	un-
shielded

RJ45	jack	/	RJ45	
jack

•	 Unshielded
•	 1:1	wired

Crossover Adapter UTP
Art.-No. Type
37537.1 UTP	Adapter,	plug/jack
 •	 Unshielded
•	 Assignment	1/2-3/6,	4/5-7/8

T-Adapter Modular UTP 

•	 Jack	/	2	x	jack
•	 1:1	wired
•	 8-pin	assignment
•	 Also	suitable	for	ISDN	applications

Art.-No. Type
37526.1 ET-AT	8/8,	RJ45	unshielded
 

Copper	Connection	Technology Modular Adapter

T-Adapter Modular

Art.-No. Type
37528.1 ET-AT	8/8,	RJ45	metalized	plug
 •	 Jack	/	2	x	jack
•	 1:1	wired
•	 8-pin	assignment
•	 Also	suitable	for	ISDN	applications

Cableado estructurado www.interconector.es
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HDMI™ Snap-In Adapter

Art.-No. Type
EB479V2 Keystone	Adapter	HDMI™	white
EB520V2 Keystone	Adapter	HDMI™	black

•	 HDMI	adapter	for	installation	in	patchpanel
•	 Colour	white
•	 Suitable	for	37580.1

Keystone Adapter USB3.0
type A jack - type A jack

Art.-No. Type
EB537 Keystone	Adapter	USB3.0	black
 
•	 Mounting	depth	32	mm
•	 Housing	material:	plastic	black
•	 Suitable	for	ET-25085,	ET-25087,	37580.1

Keystone Adapter USB
type A jack - type B jack

Art.-No. Type
EB534V2 Keystone	Adapter	USB	black
 •	 Mounting	depth	32	mm
•	 Both-sided	snap	in
•	 Housing	material:	plastic	black

Art.-No. Type
Housing colour white 
EB528 Keystone	Adapter	LC	duplex	Multimode
EB529 Keystone	Adapter	ST	simplex	Multimode
EB530 Keystone	Adapter	SC	simplex	Multimode
Housing colour black 
EB531 Keystone	Adapter	LC	duplex	Multimode
EB532 Keystone	Adapter	ST	simplex	Multimode
EB533 Keystone	Adapter	SC	simplex	Multimode

Keystone Adapter FO
LC / ST / SC Multimode

•	 Mounting	depth	incl.	dust	cap:	21.5	mm	(LC	dpx.),	
12.5	mm	(ST),	20.5	mm	(SC)

•	 Adapters	with	metal	sleeve
•	 Housing	material:	plastic	white	or	black
•	 Suitable	for	ET-25085,	ET-25087,	37580.1

Keystone Adapter USB
type A jack - type A jack
Art.-No. Type
EB498V2 Keystone	Adapter	USB	white
EB527V2 Keystone	Adapter	USB	black

•	 Mounting	depth:	32	mm
•	 2	x	USB	type	A	jack
•	 Housing	material:	plastic	white	or	black
•	 Suitable	for	ET-25085,	ET-25087,	37580.1

Keystone adapter F-connector

Art.-No. Type
EB539 Keystone	F	connector	white
EB540 Keystone	F	connector	black

•	 F-jack	/	F-jack
•	 Housing	material:	plastic

Art.-No. Type
Housing colour white 
EB493 Jack	/	Jack,	colour	code	red
EB494 Jack	/	Jack,	colour	code	red	white
EB495 Jack	/	Jack,	colour	code	yellow
Housing colour black 
EB522 Jack	/	Jack,	colour	code	red
EB523 Jack	/	Jack,	colour	code	red	white
EB524 Jack	/	Jack,	colour	code	yellow

Keystone Adapter Cinch (RCA)
jack - jack

•	 Mounting	depth:	22.5	mm
•	 2	x	Cinch	jack,	colour	coded
•	 Housing	material:	plastic	white	or	black
•	 Suitable	for	ET-25085,	ET-25087,	37580.1

Keystone Adapter FO
E2000®/APC singlemode

Art.-No. Type
EB535 Keystone	Adapter	E2000®	white
EB536 Keystone	Adapter	E2000®	black

•	 E2000®	APC	8°	adapter	(RdM)	with	ceramic	sleeve
•	 Housing	material	white	or	black
•	 Suitable	for	ET-25085,	ET-25087,	37580.1

Keystone Adapter www.efb-elektronik.de
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Art.-No. Type Colour
37680.1 labelling	System	19”/1U RAL7035,	light	grey
37680.2 labelling	System	19”/1U RAL9005,	black 
Accessories
Art.-No. Accessories PU
37681.1 Label	sheet	with	40	labels 1

•	 Installation	in	server,	network	and	equipment	cabinets	with	19“	frame
•	 For	devices	with	19“	standard	mounting	like	Patch-panel
•	 Transparent	window	in	the	cover
•	 Easy	installation	via	Incl.	screws
•	 Left	and	right	side	mountable
•	 With	insert	binder	expandable
•	Without	screws	max.	expandable	to	4	U
•	 Color	RAL7035	light	grey	or	RAL9005	black
•	W	x	H	x	D:	42	x	44	x	10	mm

INFRALAN® Labelling System for 19” components

Copper	Connection	Technology Cat.5e Components

Cableado estructurado www.interconector.es
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ECOLAN® Cabling System

ECOLAN® Cabling System

ECOLAN® cabling systems are  unshielded, future-proof 
and investment securing solutions, especially designed 
for 1Gbit Ethernet applications in office and Data Center 
environments. 

Features:
•	Unshielded	cabling	systems
•	Cat.6	250	MHz	according	to	ISO	IEC	11801	AMD2:2004-10
•	Cat.5	Class	E	according	to	ISO	11801	AMD2:2010-04
•	Certified	according	to	the	last	standards	at	GHMT
•	UL	approved
•	1	Gbit	Ethernet	capable
•	25	Years	system	warranty	for	installations	by	certified	installers	accor-
ding	to	the	latest	standards

www.efb-elektronik.de
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ECOLAN® Cabling SystemCopper	Connection	Technology
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Cat.6 250 MHz UTP Patch Panel 19” 1U, 1Gbit

Art.-No. Type Colour
11324126 24-Port	UTP	RJ45	Cat.6 RAL9005,	black
 
•	 24	x	unshielded	RJ45	jacks
•	 8-pole	LSA	terminals	horizontal	designed
•	 19“	steel	plate	housing
•	 Class	E	(250MHz)	acc.	ISO/IEC	11801	and	EN50173
•  GHMT 4-Connector link certified

Cat.6 Distribution Panel 19” 1U

Art.-No. Type
11124115 24-port,	RAL9005	(black),	1U
 
•	 For	Keystone	modules
•	 Incl.	cable	management
•	Without	modules

Cat.6 RJ45 Keystone UTP 250 MHz

Art.-No. Type PU
11201166 unshielded,	de-embedded 12
 •	 Suitable	for	AWG23-AWG26
•	 LSA	terminal	568A/B	coded
•	 Fixing	aid	(39908.1)	and	LSA	insertion	tool	(39951.1)	or	EHT-040	recommended
•  GHMT 4-Connector link certified

Crimping tool UTP Keystone

•	 Suitable	for	UTP	Keystones	type:
11201166;	E-20080	/	81;	E-20050	/	51

LSA/IDC Insertion Tool for Twisted Pair Cables

Art.-No. Type
39931.1 LSA/IDC	insertion	tool	for	keystone	jacks
 •	 Insertion	tool	for	twisted	pair	cables
•	 Recommended	for	keystone	jacks

Fixing Aid

Art.-No. Type
39908.1 Fixing	of	RJ45	modules	(keystone	jack)	during	installation
 •	 Mounting	aid	during	installation	with	LSA	insertion	tool
•	 Recommended	for	11201155	&	11201166
•	 Fixing	of	RJ45	modules	(keystone	jack)	during	installation

Art.-No. Type
EHT-040 Crimpingtool	for	UTP	Keystone
 

ECOLAN® Cabling System Cat.6/Class E 1Gbit

ECOLAN® Cabling System Cat.6 www.efb-elektronik.de
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1Gbit 1Gbit
Cat. 6 Cat. 6

Cat.6 Installation Cable U/UTP 350 MHz

Cover 80 x 80 mm, UK, England

Art.-No. Entry Cover Outlet Colour
ET-25042 1	x	50	x	50 86	x	86	mm direct RAL9010,	pure-white
ET-25043 2	x	25	x	50 86	x	86	mm direct RAL9010,	pure-white
ET-25044 4	x	25	x	50 86	x	146	mm direct RAL9010,	pure-white
ET-25045 1	x	50	x	50 86	x	86	mm slanted RAL9010,	pure-white
ET-25046 2	x	25	x	50 86	x	86	mm slanted RAL9010,	pure-white 
Accessories
Art.-No. Accessories
ET-25051 Surface-mounting	frame	86	x	86	mm,	depth	40	mm,	colour	

RAL9010	(pure-white)

Cover 80 x 80 mm
Poland, France, Turkey, Mediterranean Area

Art.-No. Entry Outlet Colour
ET-25040 1	x	45	x	45 direct RAL9010,	pure-white
ET-25041 2	x	22.5	x	45 direct RAL9010,	pure-white

Art.-No. Type
11920522 4	Connector	certified,	350	MHz,	LSZH
11920523 4	Connector	certified,	350	MHz,	PVC 
Construction
Connector Copper	wire,	bare,	AWG23/1	
Insulation Foam-Skin	Polyethylen,	Ø	0.98	mm	
Stranding 2	lines	to	a	pair	
Stranding 4	pairs	to	the	core,	plastic	cross	
Protective	sheath PVC,	grey	
Drum	sizes .305	=	305	metres	Pullout	Box	

Available	colours:

•	 1	Gigabit	Ethernet	Cat.6	250	MHz	patch	cable,	unshielded
•	 2	x	RJ45	plug	UTP,	IEC	60603-7
•	 U/UTP	4	x	2	x	AWG24/7	PVC	Ø=5.9	mm
•	 Flame	retardant	IEC	60332-1
•	 TIA/EIA	568B	coded
•	 Moulded	strain	relief	without	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	30.0

with length im print on the boot
K8100GR.x grey K8100GN.x green K8100BL.x blue
K8100GE.x yellow K8100RT.x red K8100WS.x white
K8100MA.x magenta K8100SW.x black K8100OR.x orange

Cat.6 Patch Cable U/UTP 250 MHz  PVC

Copper	Connection	Technology ECOLAN® Cabling System Cat.6
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Cat.5e 100 MHz UTP Patch Panel 19” 1U, 1Gbit

Art.-No. Type Colour
11324123 24-Port	UTP	RJ45	Cat.5e RAL9005,	black
 •	 24	x	unshielded	RJ45	jacks
•	 8-pole	LSA	terminals	horizontal	designed
•	 19“	steel	plate	housing
•  GHMT 4-Connector link certified

Cat.5e Distribution Panel 19” 1U

Art.-No. Type
11124115 24-port,	RAL9005	(black),	1U
 •	 For	modules	11201155
•	 Incl.	cable	management
•	Without	modules

Cat.5e RJ45 Keystone UTP 100 MHz

Art.-No. Type PU
11201155 unshielded 12
 •	 Keystone	jack	„SNAP-IN“
•	 Suitable	for	AWG23-AWG26
•	 For	installation	in	modular	distribution	panels	with	up	to	24-ports	and	2-port	
connection	sockets

•	 LSA	terminals	568A/B	coded
•	 Fixing	aid	(39908.1)	and	LSA	insertion	tool	(39931.1)	or	EHT-040	recommended

Crimping tool UTP Keystone

•	 Suitable	for	UTP	Keystones	type:	
11201166;	E-20080	/	81;	E-20050	/	51

Fixing Aid

Art.-No. Type
39908.1 Fixing	of	RJ45	modules	(keystone	jack)	during	installation
 •	 Mounting	aid	during	installation	with	LSA	insertion	tool
•	 Recommended	for	11201155	&	11201166
•	 Fixing	of	RJ45	modules	(keystone	jack)	during	installation

LSA/IDC Insertion Tool for Twisted Pair Cables

Art.-No. Type
39931.1 LSA/IDC	insertion	tool	for	keystone	jacks
 •	 Insertion	tool	for	twisted	pair	cables
•	 Recommended	for	keystone	jacks

Art.-No. Type
EHT-040 Crimpingtool	for	UTP	Keystone
 

ECOLAN® Cabling System Cat.5/Class D, 1Gbit

ECOLAN® Cabling System Cat.5 www.efb-elektronik.de
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1Gbit 1Gbit
Cat. 5e Cat. 5e

Art.-No. Type
11930515 4	Connector	certified,	250	MHz,	PVC
99968.305 2	Connector	certified,	100	MHz,	PVC 
Construction
Connector Copper	wire,	bare,	Ø	0.51	mm	(AWG24)	
Insulation Foam-Skin	Polyethylen,	Ø	0.90	mm	
Stranding 2	lines	to	a	pair	
Stranding 4	pairs	to	a	core	
Protective	sheath PVC,	grey	
Drum	sizes .305	=	305	metres	Pullout	Box	

Cover 80 x 80 mm
UK, England

Art.-No. Entry Cover Outlet Colour
ET-25042 1	x	50	x	50 86	x	86	mm direct RAL9010,	pure-white
ET-25043 2	x	25	x	50 86	x	86	mm direct RAL9010,	pure-white
ET-25044 4	x	25	x	50 86	x	146	mm direct RAL9010,	pure-white
ET-25045 1	x	50	x	50 86	x	86	mm slanted RAL9010,	pure-white
ET-25046 2	x	25	x	50 86	x	86	mm slanted RAL9010,	pure-white 
Accessories
Art.-No. Accessories
ET-25051 Surface-mounting	frame	86	x	86	mm,	depth	40	mm,	colour	RAL9010	(pure-white)

•	 For	keystone	jack	RJ45

Cover 80 x 80 mm
Poland, France, Turkey, Mediterranean Area

Art.-No. Entry Outlet Colour
ET-25040 1	x	45	x	45 direct RAL9010,	pure-white
ET-25041 2	x	22.5	x	45 direct RAL9010,	pure-white

•	 For	keystone	jack	RJ45

Available	colours:

•	 Flame	retardant	IEC	60332-1
•	 TIA/EIA	568B	coded
•	 Moulded	strain	relief	without	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with length im print on the boot
K8456.x grey K8093.x green K8094.x blue
K8095.x yellow K8096.x red K8092.x white
K8091.x magenta K8098.x black K8099.x orange

Cat.5e Patch Cable U/UTP 100 MHz  PVC

Copper	Connection	Technology ECOLAN® Cabling System Cat.5

Cat.5e Installation Cable U/UTP 100 MHz
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Cat.6/Cat.5e 19” 2HE Patch-Panel 250 MHz / 100 MHz

• 37570.1: Class	E	(250	MHz)	acc.	to	ISO/IEC	11801	and	EN50173
• 37569.1: Class	D	(100	MHz)	acc.	to	ISO/IEC	11801	and	EN50173

37570.1 & 37569.1:
•	 Acc.	to	ISO/IEC	11801
•	 48	x	unshielded	RJ45	jacks
•	 8-pole	LSA	terminals	vertical	designed
•	 19“	steel	plate	housing

Art.-No. Type Colour
37570.1 48-Port	UTP	RJ45,	Cat.6 RAL9005,	black
37569.1 48-Port	UTP	RJ45,	Cat.5e RAL9005,	black
 

Cat.6/Cat.5e 24-Port 19” 1U Patch Panel UTP 250 MHz / 100 MHz

37585.1:
•	 Class	E	(250	MHz)	acc.	ISO/IEC	11801	and	EN50173

37585.1 & 37584.1:
•	 Acc.	to	ISO/IEC	11801
•	 24	x	unshielded	RJ45	jacks
•	 8-pole	LSA	terminals	vertical	designed
•	 19“	steel	plate	housing

Art.-No. Type Colour
37585.1 24-Port	UTP	RJ45	Cat.6 RAL9005,	black
37584.1 24-Port	UTP	RJ45	Cat.5e RAL9005,	black

ECOLAN® Cat.5e 48-Port Patch-Panel 19” 2HE UTP 100 MHz
 
Art.-No. Type Colour
11308123.48 48-Port	UTP	RJ45,	Cat.5e RAL9005,	black
 

ECOLAN® Cat.5e 24-Port Pach-Panel  19” 1U UTP 100 MHz
 
Art.-No. Type Colour
11308123.24 24-Port	UTP	RJ45	Cat.5e RAL9005,	black
 

UTP Components

•	 Cat.5e	(100	MHz)	acc.	ISO/IEC	11801	and	EN50173
•	 Acc.	to	ISO/IEC	11801
•	 24	x	unshielded	RJ45	jacks
•	 8-pole	LSA	terminals	vertical	designed
•	 19“	steel	plate	housing

•	 Acc.	to	ISO/IEC	11801
•	 48	x	unshielded	RJ45	jacks
•	 8-pole	LSA	terminals	vertical	designed
•	 19“	steel	plate	housing

www.efb-elektronik.de
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Art.-No. Type
11124115 24-port,	RAL9005	(black),	1U	Incl.	cable	management

37577.1 16	x	RJ45,	1U
37565.1 24	x	RJ45,	1U16	x	RJ45,	1U24	x	RJ45,	1U

Blank Panel 19” 1U
for modules in Keystone format

Cat.6 / Cat.5e RJ45 Keystone UTP 250 / 100 MHz
Art.-No. Type Colour
E-20050 Cat.5e	RJ45	Keystone	Module	UTP white
E-20061 Cat.6	RJ45	Keystone	Module	UTP,	De-Embedded white

•	 Keystone	jack	„SNAP-IN“
•	 E-20061:	Cat.6	component	certified	(de-embedded)
•	 Suitable	for	AWG26	..	AWG23
•	 LSA	tool	necessary	(e.g.	Art.-No.	39951.1)
•	 For	installation	in	modular	distribution	panels	up	to	24-port	and	1-/2-/3-port	outlets
•	 LSA	terminal	568A/B	coded

Cat.6 RJ45 Keystone 250 MHz UTP
Art.-No. Type Colour
E-20080 Cat.6	RJ45	Keystone	Module	UTP white
E-20081 Cat.6	RJ45	Keystone	Module	UTP black

•	 Cat.6	de-embedded	zertifiziert	(DELTA)	acc.	to	ISO	11801	2nd	Edition	2002
•	 RJ45	module	UTP	for	AWG24/1	..	AWG22/1
•	 TIA/EIA	568A/B	coded
•	 Strain	relief	via	cable	tie
•	 PoE	Plus	acc.	to	IEEE	802.3at

Cat.6 Snap-In Adapter UTP
Art.-No. Type
37488.1 UTP	Modular	Adapter
 •	 Cat.6	RJ45	jack/jack	8P/8C
•	 Unshielded
•	 1.1	assigned
•	 Snap-in	mounting	(Keystone)

Art.-No. Type Colour
Connection right/left 
ET-25180 2-Port,	f-m RAL9010,	pure-white
ET-25181 2-Port,	f-m RAL1013,	pearl-white
ET-25182 2-Port,	s-m RAL9010,	pure-white
ET-25183 2-Port,	s-m RAL1013,	pearl-white

Cat.5e Outlets UTP 100 MHz

•	 Modular	outlets	Cat.5e,	flush-mounted	(f-m)	and	surface-mounted	(s-m)
•	 Class	D	(100	MHz)		ISO/IEC	11801	and	EN50173
•	 Solid	diecast	housing	(ET-25180/181)	

UTP ComponentsCopper	Connection	Technology
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10Gbit

•	 TIA/EIA	568B	coded
•	 Flame	retardance	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Moulded	strain	relief	with	latch	protection
•	 Every	patch	cable	individually	tested:	serial	number	on	cable	(marker)	and	
measuring	protocol	enables	100%	retraceability

Available lengths in metres:
1.0	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0

INFRALAN® Cat.6A Patch Cable S/FTP 500 MHz
component certified acc. to ISO 11801 AMD2:2010-04

every cable with serial number & measuring protocol
K5540GR.x grey K5540GE.x yellow K5540RT.x red
K5540BL.x blue K5540GN.x green

Cat. 6A

GHMT
serial number
measuring protocol

Available	colours:

Available	colours:

Cat.6A

serial number
measuring 
protocol

•	 TIA/EIA	568B	coded
•	 Flame	retardance	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Moulded	strain	relief	with	latch	protection
•	 Every	patch	cable	individually	tested:	serial	number	on	cable	(marker)	and	
measuring	protocol	enables	100%	retraceability

Available lengths in metres:
1.0	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0

every cable with serial number & measuring protocol
K5534GR.x grey K5534GE.x yellow K5534RT.x red
K5534BL.x blue K5534GN.x green

INFRALAN®  Cat.6A  Patch Cable S/FTP 500 MHz

Available	colours:

Cat. 6A

•	 Flame	retardance	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 TIA/EIA	568	B
•	 Moulded	strain	relief	boot	with	latch	protection

Available lengths in metres:
1.0	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0

Cat.6A Patch Cable S/FTP 500 MHz

K5525GR.x grey K5525GE.x yellow K5525BL.x blue
K5525GN.x green K5525RT.x red

10Gbit

10Gbit

Patch Cable www.efb-elektronik.de
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•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	boot	with	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with S/FTP PiMF Dätwyler 7702 1200 MHz cable and Hirose TM31
K8580GR.x grey K8580SW.x black K8580RT.x red
K8580GN.x green K8580BL.x blue K8580GE.x yellow

Cat.6A Patch Cable S/FTP 500 MHz

Available	colours:

•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	boot	with	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with S/FTP PiMF DRAKA UC900 1000 MHz cable and Hirose TM31
K8560GR.x grey K8560SW.x black K8560GN.x green
K8560BL.x blue K8560OR.x orange K8560WS.x white
K8560RT.x red K8560GE.x yellow

Cat.6A Patch Cable S/FTP 500 MHz

•	 TIA/EIA	568B	coded
•	 Flma	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	boot	with	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with S/FTP PiMF Kerpen MegaLine F6-90 S/F flex und Hirose TM31
K8570GR.x grey K8570RT.x red K8570GE.x yellow
K8570GN.x green K8570BL.x blue

Cat.6A Patch Cable S/FTP 500 MHz

Available	colours:

10Gbit

Dätwyler
TM31

TM31

TM31

Available	colours:

Cat. 6A

Cat. 6A

Cat. 6A

10Gbit

10Gbit

Draka

Kerpen

Patch CableCopper	Connection	Technology
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•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	boot	with	latch	protection
•	 Class	EA	link	certified	by	GHMT

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with S/FTP PiMF DRAKA UC900 1000 MHz cable with Hirose TM21
K8051.x grey K8050.x black K8052.x red
K8053.x green K8054.x blue K8055.x yellow
K8056.x orange K8058.x white

Cat.6A Patch Cable S/FTP 500 MHz

Available	colours:

•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	boot	with	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with S/FTP PiMF Dätwyler 7702 1200 MHz cable and Hirose TM 21
K8708GR.x grey K8708SW.x black K8708RT.x red
K8708GN.x green K8708BL.x blue K8708GE.x yellow

Cat.6A Patch Cable S/FTP 500 MHz

Available	colours:

•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	boot	with	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with S/FTP PiMF Kerpen MegaLine Fk6-90 S/F flex and Hirose TM21
K8210GR.x grey K8210RT.x red K8210GE.x yellow
K8210GN.x green K8210BL.x blue

Cat.6A Patch Cable S/FTP 500 MHz

Available	colours:

Kerpen

Dätwyler

TM 21

TM 21

TM 21

Cat. 6A

Cat. 6A

Cat. 6A

10Gbit

10Gbit

10Gbit

Draka

Patch Cable www.efb-elektronik.de
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Available	colours:

Available	colours:

Available	colours:

•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	boot	with	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

Cat.6A Patch Cable S/FTP 500 MHz

with S/FTP PiMF Dätwyler 7702 1200 MHz cable with Stewart SS39-023
K1643GR.x grey K1643GE.x yellow K1643RT.x red
K1643BL.x blue K1643SW.x black K1643GN.x green
K1643OR.x orange K1643WS.x weis

•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	boot	with	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with S/FTP PIMF DRAKA UC900 1000 MHz cable with Stewart SS39-12
K1450GR.x grey K1450SW.x black K1450RT.x red
K1450GN.x green K1450BL.x blue K1450GE.x yellow
K1450OR.x orange K1450WS.x white

Cat.6A Patch Cable S/FTP 500 MHz

Cat.6A Patch Cable S/FTP 500 MHz

•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	boot	with	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with S/FTP PIMF DRAKA UC900 1000 MHz cable with Stewart SS39-023
K1646GR.x grey K1646GE.x yellow K1646RT.x red
K1646BL.x blue K1646SW.x black K1646GN.x green
K1646OR.x orange K1646WS.x weis

Dätwyler
SS 39

Cat. 6A
10Gbit

SS 39

Cat. 6A
10Gbit

Draka

SS 39

Cat. 6A
10Gbit

Draka

Patch CableCopper	Connection	Technology
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Available	colours:

Available	colours:

•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	boot	with	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	boot	with	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0

with S/FTP PIMF DRAKA UC900 1000 MHz cable with AMP-EMT
K8181.x grey K8182.x yellow K8183.x red
K8184.x blue K8185.x black K8186.x green

Cat.6A Patch Cable S/FTP 500 MHz

with U/FTP Patch Cable AWG26
K5536GR.x grey K5536GE.x yellow K5536RT.x red
K5536BL.x blue K5536GN.x green

Cat.6A Patch Cable U/FTP 500 MHz

AMP

Cat. 6A

Cat. 6A

10Gbit

Draka

Cable-labeling inclusive assembling
 
Art.-No. Type
DLO004 Individual-labeling	incl.	assembling
 
•	 round	labels,	round	labels	with	flag

Patch Cable

10Gbit

www.efb-elektronik.de
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Cat. 5e
1 Gbit

Available	colours:

Available	colours:

•	 TIA/EIA	568B	coded,	flame	retardant	IEC	60332-1
•	 Moulded	strain	relief	boot	with	latch	protection
•  Colour grey also available in 0.15/0.25 meters: Art.-No. K5455GR.0,15/0,25

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with length imprint on the boot
K5455.x grey K5457.x yellow K5458.x red
K5459.x blue K5460.x green K5456.x black

Cat.5e Patch Cable SF/ UTP 100 MHz

Cat.6 Patch Cable S/FTP 250 MHz

•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Moulded	strain	relief	boot	with	latch	protection

Available lengths in metres:
0.15	-	0.25	-	0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with length imprint on the boot
K5510.x grey K5511.x yellow K5512.x red
K5513.x blue K5514.x green K5515.x black
K5516.x orange K5517.x brown K5518.x white
K5519.x magenta

•	 TIA/EIA	568B	coded,	flame	retardant	IEC	60332-1
•	 Moulded	strain	relief	boot	with	latch	protection
•  Colour grey also available in 0.15/0.25 meters: Art.-No. K5453GR.0,15/0,25

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with length imprint on the boot
K5453.x grey K5461.x green K5462.x blue
K5463.x yellow K5464.x red K5465.x Colour

Cat.5e Patch Cable F/UTP 100 MHz

Cat. 6
1 Gbit

Cat. 5e
1 Gbit

Copper	Connection	Technology Patch Cable

Available	colours:

Cableado estructurado www.interconector.es
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Available	colours:

Available	colours:

•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	boot	without	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with DRAKA SF/UTP 300 MHz cable and Hirose TM11
K8017.x grey K8012.x red K8013.x green
K8014.x blue K8015.x yellow

Cat.5e Patch Cable SF/UTP 100 MHz

•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1
•	 Mounted	strain	relief	boot	without	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with Dätwyler S/UTP 5502 4P 300 MHz cable with Hirose TM11
K8701.x grey K8702.x yellow K8703.x red
K8704.x blue K8705.x black K8706.x green

Cat.5e Patch Cable S/UTP 100 MHz

Available	colours:

TM 11

Cat. 5e
1 Gbit

Dätwyler

TM 11

Cat. 5e
1 Gbit

Draka

TM 11

Cat. 5e
1 Gbit

Draka

Patch Cable

•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	boot	without	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with DRAKA F/UTP 300 MHz cable with Hirose TM11
K8452.x grey K8073.x green K8074.x blue
K8075.x yellow K8076.x red K8072.x black

Cat.5e Patch Cable F/UTP 100 MHz

www.efb-elektronik.de
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Cat. 6A Cat. 6

Cat. 6A Cat. 6A

Cat. 6A

10 Gbit 1 Gbit

10 Gbit 10 Gbit

10 Gbit

The	special	boot	design	prevents	cable	caused	wobbling	of	devices	(e.g.	Cisco	
IP	Phone	7970)	on	the	desktop

•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1
•	 Extremely	short	moulded	strain	relief	boot	with	latch	protection
•  UL/CSA approved

Available lengths in metres:
1.0	-	2.0	-	3.0	-	6.0	-	10.0

Cat.6 VoIP Patch Cable S/FTP 250 MHz

extremely short boot for VoIP application
K2460.x black
 

•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with S/FTP PiMF DRAKA UC900 1000 MHz cable with Hirose TM21, boot black 90°
K4137BL.x blue K4137GE.x yellow K4137GN.x green
K4137GR.x grey K4137OR.x orange K4137RT.x red
K4137SW.x black K4137WS.x white

Cat.6A Patch-Cable S/FTP 500 MHz, 90° angled

•	 Due	to	short	length	especially	suitable	for	use	in	PoE	application
•	 1	Gbit	Ethernet	Cat.5e	100	MHz	/	Cat.6	250	MHz	patch	cable

Available lengths in metres:
0.15	-	0.25

 Art.-No. Type
K5453.x Cat.5e	F/UTP	Patch	Cable
K5455.x Cat.5e	SF/UTP	Patch	Cable
K5510.x Cat.6	S/FTP	PIMF	LSZH	Patch	Cable

Cat.6/Cat.5e Patch-Cable SF/UTP / F/UTP 250 / 100 MHz
short lengths - ideal for PoE application

PoE

Cover 90°

Cat.6A VoIP Patch Cable S/FTP 500 MHz

•	 TIA/EIA	568B	coded
•	 Patented	RJ45	Plug	for	AWG26/7
•	 UV-resistant
•	 Moulded	boot	with	integrated	latch	protection

Available lengths in metres:
1.0	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0

TPE IEC332-1-ROHS konform
K5538SW.x black
 

Cat.6A Patch Cable S/FTP 500 MHz

extremely short boot for VoIP application
K2460.x black
 The	special	boot	design	prevents	cable	caused	wobbling	of	devices	(e.g.	Cisco	
IP	Phone	7970)	on	the	desktop

•	 TIA/EIA	568B	coded
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Extremely	short	moulded	strain	relief	boot	with	latch	protection
•  UL/CSA approved

Available lengths in metres:
1.0	-	2.0	-	3.0	-	6.0	-	10.0

Copper	Connection	Technology Patch Cable

•	 TIA/EIA	568B	coded
•	 Flame	retardance	IEC	60332-1
•	 Moulded	strain	relief	with	latch	protection

Available lengths in metres:
0.5	-	1.0	-	2.0	-	5.0	-	10.0	-	20.0	-	30.0

 Art.-No. Colour
K5535GR.x grey
 

Cat.6A Patch Cable S/FTP 500MHz
UL approved

higher temp. range
-40 .. +80°C
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Cat. 6A

Cat. 6 Cat. 6

Cat. 6 Cat. 5e

10 Gbit

1 Gbit 1 Gbit

1 Gbit 1 Gbit

Available	colours:Available	colours:

Available	colours:Available	colours:

Cat.6 Premium Patch Cable U/UTP 250 MHz LSZH
with latch protection
K8105BL.x blue K8105GE.x yellow K8105GN.x green
K8105GR.x grey K8105PU.x purpur K8105RT.x red
K8105SW.x black K8105WS.x white
 •	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034

•	 TIA/EIA	568B	coded
•		Moulded	strain	relief	with	latch	protection

Available lengths in metres:
1.0	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0

•	 Flame	retardant	IEC	60332-1
•	 TIA/EIA	568B	coded
•	 Moulded	strain	relief	without	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	30.0

with length imprint on boot
K8100GR.x grey K8100GN.x green K8100BL.x blue
K8100GE.x yellow K8100RT.x red K8100WS.x white
K8100MA.x magenta K8100SW.x black K8100OR.x orange

Cat.6 Patch Cable U/UTP 250 MHz  PVC

•	 Flame	retardant	IEC	60332-1
•	 TIA/EIA	568B	coded
•	 Moulded	strain	relief	without	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with length imprint on boot
K8456.x grey K8093.x green K8094.x blue
K8095.x yellow K8096.x red K8092.x white
K8091.x magenta K8098.x black K8099.x orange

Cat.5e Patch Cable U/UTP 100 MHz  PVC

•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 TIA/EIA	568B	coded
•	 Moulded	strain	relief	with	latch	protection

Available lengths in metres:
0.0	-	0.5	-	1.0	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with latch protection
K8104BL.x blue K8104GE.x yellow K8104GN.x green
K8104GR.x grey K8104RT.x red K8104SW.x black
K8104WS.x white

Cat.6 Patch Cable U/UTP 250 MHz LSZH

•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Moulded	strain	relief	with	latch	protection
•	 100%	Cat.6A	tested	(measuring	protocol	enclosed)
•	 Serial	number	on	cable	and	test	protocol

Available lengths in metres:
1.0	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0

with measuring protocol Cat.6A
K8103GR.x grey

Cat.6A PREMIUM Patch Cable U/UTP 500 MHz LSZH

Patch Cable www.efb-elektronik.de
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Cat. 6 Cat. 6

Cat. 5e Cat. 5e

Cat. 5e Cat. 5e

1 Gbit 1 Gbit

1 Gbit 1 Gbit

1 Gbit 1 Gbit

•	 Assignment	1-3,	2-6,	3-1,	4-7,	5-8,	6-2,	7-4,	8-5
•	 Flame	retardant	IEC	60332-1
•	 Moulded	strain	relief	(red)	with	latch	protection

Available lengths in metres:
0.5	-	1.0	-	2.0	-	3.0	-	5.0	-	10.0	-	15.0	-	20.0

•	 Assignment	1-3,	2-6,	3-1,	4-7,	5-8,	6-2,	7-4,	8-5
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	(red)	with	latch	protection

Available lengths in metres:
0.5	-	1.0	-	2.0	-	3.0	-	5.0	-	10.0	-	15.0	-	20.0

•	 Assignment	1-3,	2-6,	3-1,	4-7,	5-8,	6-2,	7-4,	8-5
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	(red)	without	latch	protection

Available lengths in metres:
0.5	-	1.0	-	2.0	-	3.0	-	5.0	-	10.0	-	15.0	-	20.0

•	 Assignment	1-3,	2-6,	3-1,	4-7,	5-8,	6-2,	7-4,	8-5
•	 Flame	retardant	IEC	60332-1,	halogenfreei	IEC	60754-2,	low	smoke	IEC	61034
•	 Mounted	strain	relief	(red)	without	latch	protection

Available lengths in metres:
0.5	-	1.0	-	2.0	-	3.0	-	5.0	-	10.0	-	15.0	-	20.0

with latch protection
K8105BL.x blue K8105GE.x yellow K8105GN.x green
K8105GR.x grey K8105PU.x purpur K8105RT.x red
K8105SW.x black K8105WS.x white
 

•	 Assignment	1-3,	2-6,	3-1,	4-7,	5-8,	6-2,	7-4,	8-5
•	 Flame	retardant	IEC	60332-1,	halogenfree	IEC	60754-2,	low	smoke	IEC	61034
•	 Moulded	strain	relief	(red)	with	latch	protection

Available lengths in metres:
0.5	-	1.0	-	2.0	-	3.0	-	5.0	-	10.0	-	15.0	-	20.0

with length imprint on the boot, LSZH
K5509.x Cable	grey,	RJ45	boot	red
 

Cat.6 Crossover Patch Cable S/FTP 250 MHz

with S/FTP PiMF DRAKA UC900 1000MHz cable and Hirose TM21, LSZH
K8066.x Cable	grey,	RJ45	boot	red
 

Cat.6 Hirose TM21 Crossover Patch Cable S/FTP 250 MHz

with SF/UTP 300 MHz cable
K5450.x Cable	grey,	RJ45	boot	red
 

Cat.5e Crossover Patch Cable SF/UTP 100 MHz

with SF/UTP DRAKA UC300 MHz cable and Hirose TM11, LSZH
K2793.x Cable	red,	RJ45	boot	red
 

Cat.5e Hirose TM11 Crossover Patch Cable SF/UTP 100 MHz

with DRAKA F/UTP 300 MHz cable with Hirose TM11
K8449.x Cable	grey,	RJ45	boot	red
 

Cat.5e Hirose TM11 Crossover Patch Cable SF/UTP 100 MHz

•	 Assignment	1-3,	2-6,	3-1,	4-7,	5-8,	6-2,	7-4,	8-5
•	 Flame	retardant	IEC	60332-1
•	 Moulded	strain	relief	(red)	without	latch	protection

Available lengths in metres:
0.5	-	1.0	-	1.5	-	2.0	-	3.0	-	5.0	-	7.5	-	10.0	-	15.0	-	20.0	-	25.0	-	30.0

with length imprint on the boot, PVC
K8097.x Cable	grey,	RJ45	boot	red
 

Cat.5e Crossover Patch Cable U/UTP 100 MHz

Copper	Connection	Technology Patch Cable Crossover
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INFRALAN
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INFRALAN®

Installation Cable

INFRALAN® Cat.7A Installation Cable S/FTP
1200 MHz AWG23/1 and 1500 MHz AWG22/1

500/1000	m	drum 100	m		ring

 Art.-No. Type Frequency Fire Behaviour Colour Delivery Lengths
99982.x 4	x	2	x	AWG22/1	Ø	0.64	mm 1500	MHz FRNC-B RAL1028,	melon	yellow 100	m	-	500	m	-	1000	m
99983.x 4	x	2	x	AWG22/1	Ø	0.64	mm 1500	MHz FRNC-C RAL1028,	melon	yellow 100	m	-	500	m	-	1000	m

INFRALAN® Cat.7A Installation Cable S/FTP 1500 MHz

 Art.-No. Type Frequency Fire Behaviour Colour Delivery Lengths
99984.x 4	x	2	x	AWG23/1	Ø	0.56	mm 1200	MHz FRNC-B RAL1028,	melon	yellow 100	m	-	500	m	-	1000	m
99984DX.x 2	x	(4	x	2	x	AWG23/1)	Ø	0.56	mm 1200	MHz FRNC-B RAL1028,	melon	yellow 100	m	-	500	m
99985.x 4	x	2	x	AWG23/1	Ø	0.56	mm 1200	MHz FRNC-C RAL1028,	melon	yellow 100	m	-	500	m	-	1000	m

INFRALAN® Cat.7A Installation Cable S/FTP 1200 MHz

Application
Primary	(campus);	Secondary	(riser);	Tertiary	(horizontal)
IEEE	802.3:	10Base-T;	100Base-T;	1000Base-T;	10GBase-T
IEEE	802.5:	16	MB;	ISDN;	TPDDI;	ATM

Cable Construction 1200 MHz Types 1500 MHz Types
Conductor Bare	copper	wire,	Ø	0.56	mm	(AWG23) Bare	copper	wire,	Ø	0.64	mm	(AWG22)
Insulation Foam-Skin	Polypropylene,		Ø	1.35	mm Foam-Skin	Polypropylene,		Ø	1.4	mm
Stranding 2	wires	to	a	pair 2	wires	to	a	pair
Pair	shielding Aluminium	laminated	plastic	composite	foil Aluminium	laminated	plastic	composite	foil
Cable	construction 4	pairs	stranded	to	the	core 4	pairs	stranded	to	the	core
Total	shielding Tinned	copper	braid Tinned	copper	braid
Cable	jacket FRNC-B,	RAL1028	(melon	yellow) FRNC-B,	RAL1028	(melon	yellow)

Standards
EN	50173-1;	EN	50288-4-1
ISO/IEC	11801;	IEC	61156-5

Flame Retardance
FRNC-B																		IEC	60332-1;	IEC	60754-2;	IEC	61034
FRNC-C																		IEC-60332-1;	IEC	60332-3-24;	IEC	60754-2;	IEC	61034

www.efb-elektronik.de
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INFRALAN®

INFRALAN
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EMV-close

Copper	Connection	Technology Installation Cable

INFRALAN® Cat.7 Installation Cable S/FTP
1000 MHz AWG23/1

100	m		ring200	m	box

Cat.7 Connection Module

Art.-No. Type
37596.1 Cat.7	up	to	600	MHz	with	LSA	terminals
 •	 The	connection	module	can	be	used	to	extend	installation	cable	or	reconnect	
damaged	cables	without	having	to	relay	a	complete	cable	segment.

•	 The	two	cable	ends	are	connected	with	LSA	insulation	displacement	terminals.	All	
standard	4-	or	8-core	installation	cables	from	AWG	26-22	can	be	worked	to	a	sheath	
diameter	of	10	mm.

 Art.-No. Type Frequency Fire Behaviour Colour Delivery Lengths
99980.x 4	x	2	x	AWG23/1	Ø	0.56	mm 1000	MHz FRNC-B RAL2003,	orange 100	m	-	500	m	-	1000	m
99980DX.x 2	x	(4	x	2	x	AWG23/1)	Ø	0.56	mm 1000	MHz FRNC-B RAL2003,	orange 100	m	-	500	m
99981.x 4	x	2	x	AWG23/1	Ø	0.56	mm 1000	MHz FRNC-C RAL2003,	orange 100	m	-	200	m	-	500	m	-	1000	m
99981DX.x 2	x	(4	x	2	x	AWG23/1)	Ø	0.56	mm 1000	MHz FRNC-C RAL2003,	orange 100	m	-	500	m

INFRALAN® Cat.7 Installation Cable S/FTP

Application
Primary	(campus);	Secondary	(riser);	Tertiary	(horizontal)
IEEE	802.3:	10Base-T;	100Base-T;	1000Base-T;	10GBase-T
IEEE	802.5:	16	MB;	ISDN;	TPDDI;	ATM

Cable Construction 1000 MHz Types
Conductor Bare	copper	wire,	Ø	0.56	mm	(AWG23)
Insulation Foam-Skin	Polypropylene,		Ø	1.35	mm
Stranding 2	wires	to	a	pair
Pair	shielding Aluminium	laminated	plastic	composite	

foil
Cable	construction 4	pairs	to	the	core
Total	shielding Tinned	copper	braid
Cable	jacket FRNC-B,	FRNC-C,	RAL2003	(pastel	orange)

Standards
EN	50173-1;	EN	50288-4-1
ISO/IEC	11801;	IEC	61156-5

Flame Retardance
FRNC-B						IEC	60332-1;	IEC	60754-2;	IEC	61034
FRNC-C						IEC-60332-1;	IEC	60332-3-24;	IEC	60754-2;	IEC	61034

500/1000	m	drum

Cableado estructurado www.interconector.es
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EMV-close

Installation Cable

Cat.6A Installation Cable U/FTP 500 MHz AWG23/1

 Art.-No. Type Frequency Fire Behaviour Colour Delivery Lengths
99978.x 4	x	2	x	AWG23/1	Ø	0.55	mm 500	MHz FRNC-B grey 305	m
99978.x 4	x	2	x	AWG23/1	Ø	0.55	mm 500	MHz FRNC-B grey 305	m

500m	drum 305m	box

Cat.7 Connection Module
 
Art.-No. Type
37596.1 Cat.7	up	to	600	MHz	with	LSA	terminals
 
•	 The	connection	module	can	be	used	to	extend	installation	cable	or	reconnect	
damaged	cables	without	having	to	relay	a	complete	cable	segment.

•	 The	two	cable	ends	are	connected	with	LSA	insulation	displacement	terminals.	All	
standard	4-	or	8-core	installation	cables	from	AWG	26-22	can	be	worked	to	a	sheath	
diameter	of	10	mm.

Applications
Primary	(campus);	Secondary	(riser);	Tertiary	(horizontal)
IEEE	802.3:	10Base-T;	100Base-T;	1000Base-T;	10GBase-T
IEEE	802.5:	16	MB;	ISDN;	TPDDI;	ATM

Cable Construction
Conductor Bare	copper	wire,	Ø	0.55	mm	

(AWG23)
Insulation Foam-Skin	Polypropylene,	Ø	1.4	mm
Stranding 2	wires	to	a	pair
Pair	shielding Aluminium	laminated	plastic	com-

posite	foil
Cable	construction 4	pairs	to	the	core
Cable	jacket FRNC,	RAL7035	light	grey

Standards
EN	50173-1;	EN	50288-5-1	
ISO/IEC	11801;	IEC	61156-5

Flame Retardance
FRNC-B						IEC	60332-1;	IEC	60754-2;	IEC	61034

www.efb-elektronik.de
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Cat.6 Installation Cable U/UTP 250 MHz PVC 

Cat.5e Installation Cable U/UTP 250 MHz
Art.-No. Type Frequency Colour Delivery Lengths
11930635 4	x	2	x	AWG24/1	U/UTP	PVC,	100MHz 100	MHz white 305	m
11930648 4	x	2	x	AWG24/1	U/UTP	LSZH,	100MHz 100	MHz violet 305	m 
 
Connector Copper	wire,	bare,	AWG24/1	
Insulation Foam-Skin	Polyethylen,	Ø	0.98	mm	
Stranding 2	lines	to	a	pair	
Stranding 4	pairs	to	the	core,	plastic	cross	
Drum	sizes .305	=	305	metres	Pullout	Box	

305m	box

Cat.6 Installation Cable U/UTP 250 MHz LSZH

Art.-No. Type Frequency Colour Delivery Lengths
11930636 4	x	2	x	AWG23/1	U/UTP	PVC,	250MHz 250	MHz white 305	m
11931016 4	x	2	x	AWG23/1	U/UTP	PVC,	250MHz 250	MHz violet 305	m
 
 
Connector Copper	wire,	bare,	AWG23/1	
Insulation Foam-Skin	Polyethylen,	Ø	0.98	mm	
Stranding 2	lines	to	a	pair	
Stranding 4	pairs	to	the	core,	plastic	cross	
Drum	sizes .305	=	305	metres	Pullout	Box	

 

Art.-No. Type Frequency Colour Delivery Lengths
11931026 4	x	2	x	AWG23/1	U/UTP	LSZH,	250MHz 250	MHz violet 305	m
11930646 4	x	2	x	AWG23/1	U/UTP	LSZH,	250MHz 250	MHz white 305	m
 
 
Connector Copper	wire,	bare,	AWG23/1	
Insulation Foam-Skin	Polyethylen,	Ø	0.98	mm	
Stranding 2	lines	to	a	pair	
Stranding 4	pairs	to	the	core,	plastic	cross	
Drum	sizes .305	=	305	metres	Pullout	Box	

 

Copper	Connection	Technology Installation Cable
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➀ ➁

Industry 

Installation Cable UC900 SS23/1 4P PETM

Art.-No. Type
99731.500 500	metres 

Installation Cable UC900 SS23/1 4P (L)HTM

Art.-No. Type Art.-No. Type
99732.100 100	metres 99732.500 500	metres 

Technische Daten
Art.-Nr. Type Produktname Farbe Außendurchmesser Brandlast Gewicht Kupferzahl Zugbelastbarkeit

99710.x Li-02YSC11Y	4x2x0.42L	PIMF UC900	SS27	4P	PUR™
mm MJ	/	km kWh	/	m kg	/	km kg	/	km N

red 5.9 383 0.106 34 24 100

Patch Cable UC900 SS27 4P PUR

Art.-No. Type
99710.1 1000	metres 
Construction
Connector Copper-litz	wire,	bare,	Ø	0.42	mm	(AWG27/7)	
Insulation Foam-Skin	Polyethylen,	Ø	0.98	mm	
Stranding 2	lines	to	a	pair	
Pair	shielding Aluminium	laminated	plastic	composite	foil	
Stranding 4	pairs	to	a	core	(PIMF)	
Total	shield Copper	braid	tinned	(about	65%	coverage)	
Protective	sheath PUR,rot	RAL3000	

Due to the equal insertion loss of AWG24/7 to AWG24/1 installation cable, Cat.6 (TIA) 
patch cable length up to 90 m, Class EA (ISO) up to 80 m possible
Advantages compared to install cable with field assembled RJ45 plugs:
More cable flexibility, smaller bending radius, pre-assembled

•	 2	x	RJ45	plug,	shielded,	IEC	60603-7-51,	50µ“	gold	plated,	patented	(wire	Ø	>=	1.25	mm)
•	 S/FTP	4	x	2	x	AWG24/7	PiMF	FR-PVC	Ø=6.5	mm
•	 Flame	retardant	IEC	60332-1
•	 Outer	jacket	in	FR-PVC	(flame-retardant)	UL	approved	or	optional	LSZH	respectively	PUR
•	 Moulded	premium	strain	relief	with	latch	protection
•	 Packaging:	ring	or	drum

Available	lenghts	in	metres:
20.0	-	30.0	-	40.0	-	50.0	-	60.0	-	70.0	-	80.0	-	90.0

➀ ...	small	bending	radius
➁ ...	high	bending	radius

Cat.6A Patch Cable up to 90 Meters
premium cable AWG24 for industrial application

 Art.-No. Colour
K5537GR.x grey

Flexible:	Our	flexible,	oil-resistant	and	high	abrasion-resistant	CAT.7	patch	cable,	
wich	has	been	used	for	many	years	in	various	branches	of	industry,	is	particulary	
suitable	for	applications	involving	movement

Chemical and mechanical resistance:
Resistant	to	mineral	oil,	ASTM-oil	and	UV-radiation,	high	abrasion-resistant
Suitable	for	outdoor	use,	however	not	for	direct	burial

Robust:	This	product	is	based	on	the	4-pair	Cat.7	PIMF	cable	UC900	SS23/1	and	
features	a	thickwalled	polyethylene	outer	sheat	suitable	for	direct	burial,
which	reliably	protects	the	internal	components	against	damage	by	the	surrounding	
material.

Universal:	This	cable	is	also	constructed	with	the	tried	and	tested	Cat.7	PiMF	cable	
UC900	SS23/1,	but	is	additionally	provided	with	a	halogen-free,	flame	retardant	
and	lateral	watertight	sheath,	making	it	suitable	for	universal	indoor	and	outdoor	
use.

Technical Data
Art.-No. Type Produkt Description Outer Diameter Fire Load Weight Protective Sheath Tensile Force

99732.100 J/A-02YSC(L)H	4x2x0.56	PiMF UC900	SS	23	Cat.7	S/FTP	4P(L)H

mm MJ	/	km kWh	/	m kg	/	km N
9.5 878 0.244 98 FRNC	water	tight 350

99731.500 A-02YSC2Y	4x2x0,56	PiMF UC900	SS23	Cat.7	S/FTP	4P	PE 8.4 95 PE 340

99735.500 J-02YSC11Y	4x2x0.56	PIMF UC900	SS23	CAT.7	S/FTP	4P	PUR 7.5 1183 0.33 92 PUR 340

INDUSTRY

INDUSTRY

www.efb-elektronik.de
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IP 67

IP 67

Plug:Hirose	TM21	one	side	with	assembled	IP67	Plug-housing

•	 PUR	protective	sheath,	resistant	to	mineral	oil,	ASTM	oil	und	UV	radiation,	highly	abrasion-resistant
•	 2	x	Hirose	TM21	RJ45	plug	STP,	shielded,	IEC	60603-7-5	one	side	with	IP67	plug-housing
•	 S/FTP	4	x	2	x	AWG	27/7	PUR	Ø=5.9	mm
•	 Flame	retardant	IEC60332-1,	halogenfree	IEC	60754,	low	smoke	IEC	61034
•	 UV	resistance	IEC60068-2-5,	ozone	resistance	EN	60811-2-1	Part	6
•	 Pin	assignments	as	defined	by	TIA/EIA	568B

Available lengths in metres:
1.0	-	5.0	-	10.0	-	15.0

with Cat.7 4x2xAWG27/7 PUR and Hirose TM21 / IP67 Housing
K8670.x Cat.6	IP67	Patch-Cable
 

Cat.6 IP67 Patch-Cable S/FTP 250 MHz

Cat.6A RJ45 Distribution box IP67

Art.-No. Type Colour
53730.1 Cat.6A	Distribution	box	with	Keystone	Cat.6A RAL7035,	light	grey
 •	 Housing:	complete	with	2	x	Cat.6A	RJ45	Keystone,	IP67	strip	for	patch-cable	IP67	(K8670.x)	and	2	x	M16
•	 Housing	entry:	2	x	M16	for	data	cable	(reference	Cat.7	UC900	page	160)
•	 Housing	outlet:	Cat.6A	RJ45	Keystone	with	IP67	strip
•	 Plastic	housing
•	 Dimension	W	x	H	x	D:	80	x	45	x	110	mm

Copper	Connection	Technology Industry / IP67
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IP 67

IP 67

Print Jack RJ45 15/16” Cat.5e

Art.-No. Type
IP67001 90°	incl.	seal 
Accessories
Art.-No. Accessories
IP67010 Screw	cap

•	 Cat.5e
•	 Shielded	RJ45	jack
•	 IP67

Jack Chassis RJ45 Mount 15/16” Cat.5e

Art.-No. Type
IP67003 with	2	x	4-pole	LSA	terminals	incl.	seal 
Accessories
Art.-No. Accessories
IP67010 Screw	cap

•	 Cat.5e
•	 Shielded	RJ45	jack
•	 IP67

Industry / IP67

Inline Coupler RJ45 Chassis Mount 15/16” Cat.5e
Art.-No. Type
IP67002 RJ45	jack	/	jack	incl.	seal 
Accessories
Art.-No. Accessories
IP67010 Screw	cap
 
•	 Cat.5e
•	 Shielded	RJ45	jack
•	 IP67

Jack Chassis RJ45 Mount 13/16” Cat.5e
Art.-No. Type
IP67004 2	x	4-pole	110-connect	incl.	seal 
Accessories
Art.-No. Accessories
IP67011 Screw	cap
 

•	 Unshielded	RJ45	jack
•	 IP67

Cat.5e RJ45 Distribution box 13/16”

Art.-No. Type
IP67005 2	x	RJ45	unshielded
IP67006 4	x	RJ45	unshielded 
Accessories
Art.-No. Accessories
IP67011 Screw	cap

•	 Incl.	Cat.5e	RJ45	inserts	(110	Connect)
•	 Seals
•	 Screw	connections
•	 IP67

www.efb-elektronik.de
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Copper	Connection	Technology Industry

Art.-No. Shielding
with strain relief 15/16“ 
K8950PU.1 PIMF,	shielded
K8951PU.1 UTP,	unshielded
with gland 15/16“ 
K8960PU.1 PIMF,	shielded
K8961PU.1 UTP,	unshielded

Cat.6 IP67 Patch-Cable 250 MHz PUR

•	 PUR	protective	sheath,	resistant	to	mineral	oil,	ASTM	oil	und	UV	radiation,	highly	
abrasion-resistant

•	 2	x	RJ45	plug	Cat.6
•	 S/FTP	4	x	2	x	AWG	27/7	PUR	Ø=5.9	mm
•	 Flame	retardant	IEC60332-1,	halogenfree	IEC	60754,	low	smoke	IEC	61034
•	 UV	resistance	IEC60068-2-5,	ozone	resistance	EN	60811-2-1	Part	6
•	 Pin	assignments	as	defined	by	TIA/EIA	568B
•	 For	inserts	IP67001,	IP67002	and	IP67003

Available lengths in metres:
1.0	-	2.0	-	3.0	-	5.0

Cat.6 IP67 Patch-Cable 250 MHz PUR

•	 PUR	protective	sheath,	resistant	to	mineral	oil,	ASTM	oil	und	UV	radiation,	highly	
abrasion-resistant

•	 2	x	RJ45	Plug	Cat.6
•	 S/FTP	4	x	2	x	AWG	27/7	PUR	Ø=5.9	mm
•	 Flame	retardant	IEC60332-1,	halogenfree	IEC	60754,	low	smoke	IEC	61034
•	 UV	resistance	IEC60068-2-5,	ozone	resistance	EN	60811-2-1	Part	6
•	 Pin	assignments	as	defined	by	TIA/EIA	568B
•	 For	inserts	IP67001,	IP67002,	IP67003	and	IP67004

Available lengths in metres:
1.0	-	2.0	-	3.0	-	5.0

 Art.-No. Type Shielding
K8949PU.x with	gland	13/16”	on	15/16” PIMF,	shielded
 

•	 PUR	protective	sheath,	resistant	to	mineral	oil,	ASTM	oil	und	UV	radiation,	highly	
abrasion-resistant

•	 2	x	Hirose	TM21	RJ45	plug	STP,	shielded,	IEC	60603-7-5
•	 S/FTP	4	x	2	x	AWG	27/7	PUR	Ø=5.9	mm
•	 Flame	retardant	IEC60332-1,	halogenfree	IEC	60754,	low	smoke	IEC	61034
•	 UV	resistance	IEC60068-2-5,	ozone	resistance	EN	60811-2-1	Part	6
•	 Pin	assignments	as	defined	by	TIA/EIA	568B

Available lengths in metres:
1.0	-	2.0	-	3.0	-	5.0

Cat.6 Patch Cable 250 MHz PUR

 Art.-No. Type
K8048PUI.x PIMF,	shielded
 •	 PUR	protective	sheath,	suitable	for	draglines,	oil-resistant	in	accordance	with		

EN60811-2-1,	alternate	bending	test	(with	load)	as	defined	by	VDE0472	part	603,	
RAL1021	rape	yellow

•	 2	x	Hirose	TM21	RJ45	Plug	STP,	shielded
•	 4	x	2	x	AWG	26/19	S/UTP	Ø=6.9	mm
•	 Pin	assignments	as	defined	by	TIA/EIA	568B

Available lengths in metres:
1.0	-	2.0	-	3.0	-	5.0

 Art.-No. Type
K8032.x S/UTP,	shielded
 

Cat.5e Patch Cable Suitable For Draglines S/UTP 100 MHz
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Draka Cat.7 Patch-Cable S/FTP 1000MHz Draka Cat.5e Patch-Cable F/UTP 300 MHzDraka Cat.5e Patch-Cable SF/UTP 300 MHz

DRAKA UC900 1000 MHz PiMF S/FTP
99701.x grey 99702.x yellow 99703.x red
99704.x blue 99705.x black 99706.x green
99707.x orange 99709.x erika-violet 
Construction
Connector AWG	27/7	
Pair	shielding Aluminium	laminated	plastic	

composite	foil	
Stranding 4	pairs	to	the	core	(PIMF)	
Total	shield Copper	braid	tinned	(about	65%	

coverage)	
Protective	sheath FRNC	

Drum sizes in metres:
100.0	-	1000.0

DRAKA UC300 MHz F/UTP
99158.x grey 99153.x green 99154.x blue
99155.x yel-

low
99156.x red 99157.x black

 
Construction
Connector AWG	26/7	
Stranding 4	pairs	to	the	core	
Total	shield Aluminium	laminated	plastic	com-

posite	foil,	drain	wire	AWG26	tinned	
Protective	sheath FRNC	

Drum sizes in metres:
100.0	-	1000.0

DRAKA UC300 MHz SF/UTP
99258.x grey 99253.x green 99254.x blue
99255.x yel-

low
99256.x red

 
Construction
Connector AWG	26/7	
Stranding 4	pairs	to	the	core	
Total	shield Aluminium-coated	plastic	com-

posite	foil	and	copper	braiding,	
tinned	

Protective	sheath FRNC	

Kerpen Cat.5e Patch-Cable F/UTP 200 MHzKerpen Cat.7 Patch-Cable  S/FTP 600 MHz Kerpen Cat.7 Patch-Cable  S/FTP 1200 MHz

Drum sizes in metres:
100.0	-	1000.0

Kerpen Megaline D1-20 SF/U Flex 4P H
99526.x grey 
Construction
Connector AWG	26/7	
Stranding 4	pairs	to	the	core	
Total	shield Aluminium-coated	plastic	composite	

foil	and	copper	braiding,	tinned	
Protective	sheath halogenfree	

Drum sizes in metres:
100.0	-	1000.0

Kerpen Megaline F10-120 S/F Flex 4P H
99726.x grey 
Construction
Connector AWG	26/7	
Pair	shielding Aluminium	laminated	plastic	

composite	foil	
Stranding 4	pairs	to	the	core	(PIMF)	
Total	shield Copper	braid	tinned	
Protective	sheath FRNC	

Patch Cable Metres

Drum sizes in metres:
100.0	-	1000.0

Kerpen Megaline F-6-90 S/F Flex 4P H
99620.x yellow 99728.x grey 99621.x red
99622.x green 99625.x blue

Connector AWG	27/7	
Paarabschirmung Aluminium	laminated	plastic	

composite	foil		
Stranding 4	pairs	to	the	core	(PIMF)	
Total	shield Copper	braid	tinned	
Protective	sheath FRNC	

Drum sizes in metres:
100.0	-	1000.0

www.efb-elektronik.de
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Cat.5e Patch-Cable SF/UTP 350 MHz PVC

 Art.-No. Type
99956.x 4	x	2	x	AWG26/7	SF/UTP	PVC,	100	Ohm 
Construction
Connector Copper	stranded	wire,	bare	Ø	0.36	mm	(AWG26/7)	
Insulation Foam-Skin	Polyethylen	
Stranding 2	lines	to	a	pair	
Stranding 4	pairs	to	a	core	
Total	shield Aluminium	laminated	plastic	foil	and	braiding	
Protective	sheath PVC,	grey	

Drum sizes in metres:
100.0	-	1000.0

 Art.-No. Colour
99148.x grey 
Construction
Connector AWG	26/7	
Stranding 2	lines	to	a	pair	
Total	shield -/-	
Protective	sheath PVC	

Cat.6A Patch -Cable S/FTP 600 MHz
UL Approved

Art.-No. Colour Length
99957.1 grey 305	m
 
Connector AWG	26/7	
Pair	shielding Aluminium	laminated	plastic	composite	foil	
Stranding 2	lines	to	a	pair	
Total	shield Copper	braid	tinned	
Protective	sheath PVC	

Dätwyler Cat.7 Patch-Cable S/FTP 1200 MHz Dätwyler Cat.5e Patch-Cable S/UTP 300 MHz

Drum sizes in metres:
100.0	-	1000.0

98711.x grey 98712.x blue 98713.x yellow
98714.x red 98715.x green 98716.x black 
Construction
Connector Copper	stranded	wire,	bare	Ø	0.36	mm	(AWG26/7)	
Pair	shielding Aluminium	laminated	plastic	composite	foil	
Stranding 4	pairs	to	the	core	
Total	shield Copper	braid	tinned	
Protective	sheath FRNC	 Drum sizes in metres:

100.0	-	1000.0

98701.x grey 98702.x yellow 98703.x red
98704.x blue 98705.x black 98706.x green 
Construction
Connector AWG	26/7	
Stranding 4	pairs	to	the	core	
Total	shield Copper	braid	tinned	
Protective	sheath PVC	0.106	kWh/m	

Copper	Connection	Technology Patch Cable Metres

Cat.5e Patch-Cable U/UTP 300 MHz

Cableado estructurado www.interconector.es



168
169 168

Cat.6A Hirose TM31 RJ45 Plug STP
complete plug (incl. strain relief boot & guide plate)
Art.-No. Colour PU
H7642.1-100 beige 100
H7642.4-100 black 100
H7642.5-100 yellow 100
H7642.6-100 red 100
H7642.7-100 blue 100
H7642.8-100 green 100
H7642.10-100 orange 100
H7642.12-100 lightgrey 100

•	 Channel	Class	EA	up	to	500	MHz	(Cat.6A)	for	stranded	wires	(AWG	24/7),	(AWG	26/7),	
(AWG	27/7)

•	 Core	insulation	about	0.9	-	1.0	mm
•	 Cable	diameter	max.	6.6	mm
•	 Suitable	crimping	tool	DCW1002	+	DCW1002.1	or	39934.2

Cover 90°

TM 11

TM 31 TM 21

RJ45 Plug

Cat.5e Hirose TM11 RJ45 Plug STP

Cat.6 Hirose TM21 RJ45 Plug STP
complete plug (incl. strain relief boot & guide plate)
Art.-No. Colour PU
H7641.1-100 beige 100
H7641.4-100 black 100
H7641.5-100 yellow 100
H7641.6-100 red 100
H7641.7-100 blue 100
H7641.8-100 green 100
H7641.10-100 orange 100
H7641.12-100 lightgrey 100

•	 Channel	Class	E	up	to	250	MHz	(Cat.6)	for	stranded	wires	(AWG	24/7,	AWG	26/7,	
AWG	27/7)

•	 Core	insulation	about	0.9	-	1.0	mm
•	 	Cable	diameter	max.	6.6	mm
•	 Suitable	crimping	tool	DCW1002	+	DCW1002.1	or	39934.2

Strain Relief Boot Hirose, angled 90° black

Art.-No. Type PU
37549.1 Strain	relief	boot	Hirose,	angled	90°	left/right 1
37549.2 Strain	relief	boot	Hirose,	angled	90°	top/bottom 1

Art.-No. Type Colour PU
37541.S TM11	RJ45	plug - 100
37541.P Guide	plate - 100 
•	 Suitable	crimping	tool	DCW1002	+	DCW1002.1	or	39934.2
•	 Cable	entry	max.	5.8	mm

Also	available	in	PU	10	pcs.	and	PU	50	pcs.

Accessories
Art.-No. Accessories PU
H7540.1-100 Complete	plug	incl.	crimpring	&	guide	plate,	beige 100
H7540.4-100 Complete	plug	incl.	crimpring	&	guide	plate,	black 100
H7540.5-100 Complete	plug	incl.	crimpring	&	guide	plate,	yellow 100
H7540.6-100 Complete	plug	incl.	crimpring	&	guide	plate,	red 100
H7540.7-100 Complete	plug	incl.	crimpring	&	guide	plate,	blue 100
H7540.8-100 Complete	plug	incl.	crimpring	&	guide	plate,	green 100
H7540.10-100 Complete	plug	incl.	crimpring	&	guide	plate,	orange 100
H7540.12-100 Complete	plug	incl.	crimpring	&	guide	plate,	light	grey 100
37540.1 Strain	relief	boots,	beige 100
37540.4 Strain	relief	boots,	black 100
37540.5 Strain	relief	boots,	yellow 100
37540.6 Strain	relief	boots,	red 100
37540.7 Strain	relief	boots,	blue 100
37540.8 Strain	relief	boots,	green 100
37540.10 Strain	relief	boots,	orange 100
37540.12 Strain	relief	boots,	lightgrey 100

www.efb-elektronik.de
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Cat.6 Stewart SS39200-007 RJ45 Plug STP

Art.-No. Type PU
37560.T SS39	plug	without	boot 100 
Accessories
Art.-No. Accessories PU
37515.12 Strain	relief	boots,	lightgrey 100
37515.14 Strain	relief	boots,	black 100
37515.15 Strain	relief	boots,	yellow 100
37515.16 Strain	relief	boots,	red 100
37515.17 Strain	relief	boots,	blue 100
37515.18 Strain	relief	boots,	green 100

•	 Incl.	crimping	&	guide	plate
•	 Cable	entry	max.	5.84	mm
•	 Suitable	crimping	tool	39946.1

Cat.6A Stewart SS39200-023 RJ45 Plug STP
complete plug (incl. strain relief boot & guide plate)

Art.-No. Type
37561.T SS39	Plug	with	Black	Boot
 •	 Inkl.	crimping	&	guide	plate
•	 Cable	entry	max.	6.2	mm
•	 Very	slim	strain	relief	boot	(black)	included	in	delivery
•	 Suitable	crimping	tool	DCW1002	with	insert	DCW1002.2

Copper	Connection	Technology RJ45 Plug

Cat.6 Stewart SS39200-012 RJ45 Plug STP

Art.-No. Type PU
37563.T SS39	plug	without	boot 100 
Accessories
Art.-No. Accessories PU
37515.22 Strain	relief	boots,	lightgrey 100
37515.24 Strain	relief	boots,	black 100
37515.25 Strain	relief	boots,	yellow 100
37515.26 Strain	relief	boots,	red 100
37515.27 Strain	relief	boots,	blue 100
37515.28 Strain	relief	boots,	green 100
37515.29 Strain	relief	boots,	orange 100
37515.30 Strain	relief	boots,	darkgrey 100
37515.31 Strain	relief	boots,	white 100
37515.32 Strain	relief	boots,	lilac 100

•	 Incl.	crimping	&	guide	plate
•	 Cable	entry	max.	6.3	mm
•	 Suitable	crimping	tool		DCW1002	+	DCW1002.2

Art.-No. Description PU
37515.T RJ45	plug	&	guide	plate,	without	strain	relief	boot 100 
Accessories
Art.-No. Accessories PU
H7515.12-100 Complete	plug	incl.	crimpring	&	guide	plate,	light	grey 100
H7515.14-100 Complete	plug	incl.	crimpring	&	guide	plate,	black 100
H7515.15-100 Complete	plug	incl.	crimpring	&	guide	plate,	yellow 100
H7515.16-100 Complete	plug	incl.	crimpring	&	guide	plate,	red 100
H7515.17-100 Complete	plug	incl.	crimpring	&	guide	plate,	blue 100
H7515.18-100 Complete	plug	incl.	crimpring	&	guide	plate,	green 100
37515.12 Strain	relief	boots,	lightgrey 100
37515.14 Strain	relief	boots,	black 100
37515.15 Strain	relief	boots,	yellow 100
37515.16 Strain	relief	boots,	red 100
37515.17 Strain	relief	boots,	blue 100
37515.18 Strain	relief	boots,	green 100

•	 Cable	entry	max.	5.72	mm
•	 Suitable	crimping	tool	39946.1

Cat.5e RJ45 Plug STP

Cableado estructurado www.interconector.es



170
171 170

170
171 170

1
a a

b

b

c

c

d

1

2

2
Art.-No. Type PU
88030.1 Cat.5e	RJ45	field	plug 1
88031.1 Cat.6	RJ45	field	plug,	10	GBit	ready 1

•	 88030.1:	AWG	26/7	-	22/7,	AWG	26/1	-	22/1,	IP20,	cable	jacket:	4.5	-	8.0	mm
•	 88031.1:	AWG	26/7	-	22/7,	AWG	24/1	-	22/1,	IP20,	cable	jacket:	5.5	-	8.5	mm
No	special	tool	needed	for	installation,	only	screwdriver	and	diagonal	cutter	necessary

Cat.6A / Cat.5e RJ45 Field Plugs

Strip Strip

Put wires inside

Put wires inside and cut

Contact wires

Attach cover  Press the plug

RJ45 Plug www.efb-elektronik.de

88030.1 88031.1
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•	 Cable	diameter	max.	6.0	mm
•	 Suitable	crimping	tool	DCW1003	+	DCW1003.1
•	 Cable	diameter	max.	6.2	mm

Art.-No. Type PU
37201.S AMP	EMT	without	strain	relief	boot 100 
Accessories
37201.1 Strain	relief	boots,	white 100
37201.2 Strain	relief	boots,	red 100
37201.3 Strain	relief	boots,	blue 100
37201.4 Strain	relief	boots,	green 100
37201.5 Strain	relief	boots,	yellow 100
37201.6 Strain	relief	boots,	black 100
37201.7 Strain	relief	boots,	grey 100

Art.-No. Type PU
37640.1 Cat.6	E-MO	8/8	SR-G	RJ45	incl.	Guide	Plate	without	

strain	relief	boot
100

 
Accessories
Art.-No. Accessories PU
37546.1 Strain	relief	boots,	white 100
37546.4 Strain	relief	boots,	black 100
37546.5 Strain	relief	boots,	yellow 100
37546.6 Strain	relief	boots,	red 100
37546.7 Strain	relief	boots,	blue 100
37546.8 Strain	relief	boots,	green 100

Cat.6 RJ45-AMP EMT STP Cat.6 RJ45 Plug STP

Art.-No. Type PU
for round cables, unshielded 
37517.1 E-MO	4/4	SR	RJ10 100
37516.1 E-MO	6/4	SR	RJ11 100
37518.1 E-MO	6/6	SR	RJ12 100
37519.1 E-MO	8/8	SR	RJ45 100
37539.1 E-MO	10/10	SR	RJ69 100
for flat cables, unshielded 
37512.1 E-MO	4/4	SF	RJ10 100
37511.1 E-MO	6/4	SF	RJ11 100
37513.1 E-MO	6/6	SF	RJ12 100
37673.1 E-MO	8/4	SF	RJ45 100
37514.1 E-MO	8/8	SF	RJ45 100
37542.1 E-MO	6/6	SF	DEC 100

Modular Plugs UTP

•	 Suitable	crimping	tool	for	RJ11/RJ12/RJ45:	E-MUC410
•	 Suitable	crimping	tool	for	RJ69:	39945.1

Art.-No. Colour PU
37546.1 beige 100
37546.4 black 100
37546.5 yellow 100
37546.6 red 100
37546.7 blue 100
37546.8 green 100

•	 Suitable	for	37541.3,	37514.1,	
37519.1,	37539.1,	37640.1,	37595.S,	
37596.S

•	 Cable	entry	max.	6.3	mm

Boots for RJ45 Plugs 
RJ45 Stecker

Copper	Connection	Technology RJ45 Plug

Art.-No. Type PU
37541.3 Cat.5e	E-MO	8/8	SR-G	RJ45,	without	strain	relief	boot 100
37500.1 E-MO	6/6	SR-G	RJ12,	shielded	special	plug 100
37538.1 E-MO	10/10	SR-G	RJ69,	shielded	special	plug 100 
Accessories
Art.-No. Accessories PU
37546.1 Strain	relief	boots,	white 100
37546.4 Strain	relief	boots,	black 100
37546.5 Strain	relief	boots,	yellow 100
37546.6 Strain	relief	boots,	red 100
37546.7 Strain	relief	boots,	blue 100
37546.8 Strain	relief	boots,	green 100

Cat.5e RJ45 Plug STP 

•	 Suitable	crimping	tool	DCW1003	+	DCW1003.1,	E-MUC410	or	
E-SK310

•	 Cable	entry	max.	6.3	mm

Cableado estructurado www.interconector.es
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Crimping Tool for RJ45 Plugs
Hirose TM11, TM21, TM31
Art.-No. Type
39934.1 for	RJ45	Hirose	TM11,	TM21	and	TM31

•	 For	crimping	8-pole	Hirose	plugs	incl.	strain	relief	in	one	operation
•	 Incl.	strain	relief	crimping	in	one	operation
•	 Particularly	suitable	for	local	assembly
•	Without	Accessories

Crimping Tool for RJ45 Stewart Plugs
SS39200-007, SS37 STP
Art.-No. Type
39946.1 for	RJ45	plugs	Stewart
 •	 For	8-pole	Stewart	plugs
•	 Recommended	for	field	preassembling
•	 The	following	plugs	can	be	crimped:	37560.T,	37515.T

Art.-No. Type
Tool Frames 
DCW1002 Tool	frame	for	die	inserts	DCW1002.x
DCW1003 Tool	frame	for	die	inserts	DCW1003.x
Die Inserts 
DCW1002.1 Die	insert	for	Hirose	TM11/TM21/TM31	RJ45	plug
DCW1002.2 Die	inserts	for	Stewart	SS39200-12	RJ45	plug	(37563.T)
DCW1002.3 Die	insert	for	AMP	EMT	RJ45	plug	Cat.6/6A,	37201.S,	37202.S
DCW1003.1 Die	insert	for	RJ45	plugs	37640.1,	37541.3,	37519.1 
Accessories
Art.-No. Accessories
39841.1 High-quality	aluminium	case	for	2	crimping	tools	and	4	die	inserts

Tools

•	 High	precision,	inserts	made	of	hardened	steel
•	 Constant	high	quality	and	tolerances	of	the	crimped	connections
•	 Very	large	number	of	crimpings,	long	life	tool	for	professionals
•	 Inserts	DCW1002.x	suitable	for	tool	frame	DCW1002
•	 Inserts	DCW1003.x	suitable	for	tool	frame	DCW1003
•		High-quality	aluminium	case	for	transport	and	protection	available	as	accessorie

Professional Crimping Tools for Hirose, Stewart...
exchangeable die inserts

www.efb-elektronik.de

Cableado estructurado www.interconector.es



173
173

172173
173

172

Crimping Tool
for modular plugs

Art.-No. Type
E-MUC410 for	RJ	plugs
 •	 For	4-,	6-,	6-DEC-,	8-,	AMP,	and	the	shielded	RJ45	Far	
East	and	for	cutting	and	stripping

•	 Ideal	for	local	assembly
•	 Following	plugs	can	be	crimped:	37517.1,	37516.1,	
37518.1,	37512.1,	37511.1,	37513.1,	37514.1,	37542.1

Crimping Tool
for modular plugs RJ11, RJ12, RJ45

Art.-No. Type
E-SK310 Crimping	tool
 •	 For	crimping	4-pole,	6-pole,	8-pole,	cutting	and	
stripping

•	 Ideal	for	local	assembly
•	 Following	plugs	can	be	crimped:	37516.1,	37518.1,	
37519.1,	37512.1,	37511.1,	37513.1,	37514.1,	37541.3,	
37640.1

Crimping Tool
for modular plugs RJ45

Art.-No. Type
E-SK312 Crimping	tool
 •	 For	crimping	8-pole	plugs	and	for	cutting	and	
stripping

•	 Ideal	for	local	assembly
•	 Suitable	for	following	plugs:	37519.1,	37514.1,	
37541.3

LSA/IDC Insertion ToolLSA/IDC Insertion Tool with Sensor
Art.-No. Type
39933.1 Insertion	Tool
 

Art.-No. Type
39951.1 Krone	Insertion	Tool	with	Sensor
 

•	 LSA	Insertion	tool	for	LSA	terminals	and	simultanious	cutting•	 LSA	Insertion	tool	for	LSA	terminals	and	simultanious	cutting
•	 The	sensor	(only	Art.-No.	39951.1)	ensures	correct	positioning	of	the	wire	in	the	LSA/
IDC	contact

Copper	Connection	Technology Tools
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Stripping Tool
for PiMF cables
Art.-No. Type
39910.1 Stripping	tool
 •	 For	removing	of	the	outer	jacket	and	pairs	shielding	of	PIMF	cables

INFRALAN® Stripping Tool
Art.-No. Type
DCW1008 Stripping	Tool

•	 Tool	for	stripping	the	jacket	(like	39950.1	and	39950.2)	and	additionally	the	
metal	foil	shield	of	data	cables	(PiMF,	S/FTP,	U/FTP)

•	 Material	plastic,	colour	blue

1.	Put	cable	end	into		
„coat“	side	of	the	tool

2.	Cut	jacket	by	turning	the	tool

3.	Open	tool,	remove	jacket	manually 4.	Lay	shielding	braid	
backwards

5.	Put	foil-shielded	wires	into		„foil“	
side	of	the	tool

6.	Cut	foil	shield	by	
	turning	the	tool,		

remove	foil	manually

removes cable jacket  & foil shield !

Step	1:	1	turn	around Step	2:	strip	insulation Step	3:	1	turn	around Step	4:	strip	pair	shielding

Tools www.efb-elektronik.de
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Cable Stripping Tool
for cable Ø 5.5 - 15 mm

Art.-No. Type
39950.1 Stripping	tool	for	cable	Ø	5.5	-	15	mm
 •	 Special	sheating	and	insulation	stripping	tool	for	plastic-insulated	data,	communica-
tion	and	control	cables

•	 Blades	with	special	Titanium-Nitride	coating	(TIN)	to	achieve	longer	life,	faster	
cutting	and	less	wear

•	 No	adjustment	of	cutting	depth	necessary
•	 Additional	wire	stripping	feature,	range	0.2	-	4.0	mm?
•	With	pocket	clip
•	 TÜV/GS-approved
•	 Dimensions	(LxWxH):	124	x	35	x	25	mm
•	Weight:	44.5	g

Art.-No. Type
39950.2 Stripping	tool	for	cable	Ø	5.5	-	15	mm
 •	 Special	sheating	and	insulation	stripping	tool	for	plastic-insulated	CAT	and	
twisted	pair	cables

•	 Blades	with	special	Titanium-Nitride	coating	(TIN)	to	achieve	longer	life,	faster	
cutting	and	less	wear

•	 No	adjustment	of	cutting	depth	necessary
•	 Additional	wire	stripping	tool,	range	0.8	-	1.5	mm?
•	With	pocket	clip
•	 TÜV/GS-approved
•	 Dimensions	(LxWxH):	124	x	35	x	25	mm
•	Weight:	44	g

Cable Stripping Tool
for cable Ø 4.5 - 10 mm

1.	Insert	cable	end 2.	Cut	jacket	by	turning	the	tool 3.	Remove	jacket	manually

Art.-No. Type
39912.1 Cable	cutter

•	 For	installation	and	patch	cables
•	 For	cutting	and	stripping	the	individual	wires

Copper	Connection	Technology Tools
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Test + Measurement

•  Quickloader:
•	 Multi-bit	screwdriver	with	multi-bit	automatic	magazine
•	 Bit	changing	in	less	than	2	seconds
•	 Including	6	bits	(3	x	cross-recess/	3	x	slotted)
•	 each	1	x	P1,	P2,	P3	(cross-recess)
•	 each	1	x	1/4,	3/16,	1/8	(slotted)
•  31-piece bit set for Quickloader:
•	 Pouch	with	belt	clip
•	 Magnetic	extension	with	mechanical	lock
•	 5	x	Phillips,	5	x	slotted,	3	x	Pozidrive,	7	x	Torx,	10	x	Hexagon
•	 Phillips:	0	/	1	/	2	/	2R	/	3			slotted:	3	/	4	/	5	/	6	/	8
•	 Pozidrive:	1	/	2	/	3			Torx:	T10	/	T15	/	T20	/	T25	/	T27	/	T30	/	T40
•	 Hexagon:		1.5	/	2	/	2.5	/	3	/	4	/	5	/	6	/	7	/	8	/	10

Quickloader MINI
multi-bit screwdriver

Art.-No. Type
39935.4 Quickloader	MINI	multi-bit	screwdriver
 •  Quickloader MINI
•	 Multi-Bit	screw	driver	with	multi-bit	automatic	magazine
•	 Bit	changing	in	less	than	2	seconds
•	 Including	6	bits	(3	x	cross-recess	/	3	x	slotted)

Art.-No. Type
39935.1 Quickloader	Multi-Bit	Screwdriver
39935.3 Bit	Set	31-piece	for	Quickloader,	metric

Quickloader
multi-bit screwdriver

www.efb-elektronik.de
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Copper	Connection	Technology Test + Measurement

Port Scout PS96 / PS48 / PS24
in aluminium case or plastic case

•	 The	Port	scout	PS96	is	the	ultimate	device	for	mapping	and	identifying	network	
cables	in	an	inactive	network

•	 No	more	cumbersome	trial-and-error	port	identifications!	With	the	innovative	Port	
Scout	PS96	you	can	instantly	and	reliably	identify	connections	between	wall	ports	
and	patch	panels	without	any	problem!

•	 Simply	connect	the	power	device	to	any	wall	port	at	your	home/office	and	the	
matching	plug	will	light	in	the	patch	panel	immediately	to	confirm	identification.

Application:

1.	Plug	and	fill	the	patch	panel	with	the	ID	plugs
2.	Connect	the	power	device	to	the	wall	port
3.	Matching	ID-plug	will	light	in	the	patch	panel
4.	Mark	the	name/number	of	the	traced	port	on	the	patch	panel
5.	Repeat	points	2	to	4	until	all	port	are	identified

Product Specifications:

•	 Patent	Pending
•	 100%	reliable
•	 No	need	to	mark	cables
•	 Does	not	suffer	from	inductance
•	 Save	precious	working	time	of	your	technicians

Scope of Delivery:

96/48/24	x	Plug	for	port	identifying
1	x	Power	device	(4	x	AA	batteries	required)
1	x	RJ45	to	USB	adapter	cable
1	x	RJ45	female	coupler	for	testing	uses
1	x	Deluxe	aluminium	case	(PS96)	or	plastic	case	(PS48/PS24)

Art.-No. Type Delivery Plug
DCW1001 Port	Scout	PS96 inside	aluminium	case 96
DCW1001.24 Port	Scout	PS24 inside	plastic	case 24
DCW1001.48 Port	Scout	PS48 inside	plastic	case 48

Cableado estructurado www.interconector.es
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WireXpert
with Dual Control System

For	precise	standard,	compliant	certification	of	structured	cabling	systems	with	a	frequency	range	of	1	to	1600	MHz.
Standards:	ISO/IEC11801,	Cenelec	EN50173	and	TIA568.

•	 TP-cable	certification	1	to	1600	MHz	for:
	 C	/	D	/	E	/	EA	/	F	/	FA	/	&	Cat.3	/	5e	/	6	/	6A	/	7	/	7A
•	 Operating	concept:	Dual-control	system	(DCS“TM“)	with	two	identical	handsets
•	 High	precision,	exceeds	Level	IV
•	 Professional	documentation	generator
•	 Impact-proof	case,	fall	and	shock-proof-design,	long	battery	life

Optional	WireXpert	Fiber	Adapters	offer	full	certification	testing	for	multimode	and	singlemode	fiber	installations.	Dual	wavelength	end-to-end	testing	is	supported	for	
both	SM	and	MM	fibers.

•	 Power	Supply
•	 Removable	/	rechargeable	Lo-ion	accu	provide	about	8	hours	of	continuous	operation
•	 External	power	adapter:	100..240	V	AC,	plugs	into	the	power	jack	of	the	unit

Dimensions
•	 Dimensions	232	x	126	x	86.7	mm,	weight	ca.	1.4	kg

Memory:
•	 More	than	500	MByte	(more	than	2000	test	results)	of	internal	flash	memory
•	 USB	flash	driver	(1	GB	included,	32	GB	max.)	allows	for	flexible	test	record	storage

Art.-No. Type
WX4500-FA Cable	Certifier	WireXpert 
Accessories
Art.-No. Accessories
WX_AD_MANDREL Checker	for	Multimode	fiber	optic
WX_AD_MM2 Multimode	fiber	measuringmodul	850nm	und	1300nm
WX_AD_SM2 Singlemode	fiber	measuringmodul	1310nm	und	

1550nm
 

Test + Measurement www.efb-elektronik.de
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Cabletester for
speak, data and videocable
Art.-No. Type
WX400 Test	equipment	for	RJ-45,	RJ-11	/	12	und	Coax
WX450 Test	equipment	for	RJ-45,	RJ-11	/	12	und	Coax
 
Spezifikation:
•	 Checking	speak	(6	wires),	data	(8	wires)	and	coaxcable
•	 Detection:	short	circuit,	disconnection,	wiring	and	splitt-pairerrors
•	 Synthesizer	for	cable	identification
•	 LCD	Display
•	 Checking	shielded	and	unshielded	cable
•	 Warning	signal	for	adjacent	voltage
•	 Collect	cablelength	(only	WX450)
•	 Power	supply:	9V	block

Included	in	delivery:
•	 Test	equipment	WX400	/	WX450
•	 5	x	Coax-remoteunit
•	 5	x	RJ45-remoteunit
•	 1	x	F-jack	to	F-jack
•	 Audiocable	RJ45	to	crocodile	clip

Cabledetection:	The	Cabledetection	realize	the	tracking	of	the	cable	to	data	
outlets	/	dataports

Scope of Delivery:
•	 2	x	Measuring	Unit	with	Dual	Control	System	DCS,	incl.	Li-Ion	accu,	power	supply,	
carrying	bag,	calibration	certificate	and	software	ReportXpert

•	 2	x	Class	EA	Channel	adapter	(1	pair)
•	 2	x	Class	EA	Permanent-Link	adapter	(1	pair)
•	 2	x	Talking	set	(1	pair)
•	 1	x	USB	Stick

WX_AD_MANDREL

Optional

WX_AD_MM2

WX_AD_SM2

Optional

Optional

Copper	Connection	Technology Test + Measurement

USB	device	connector

Audio	for	headset	connection

	USB	host	connector	for	flash	drive,	
easy	data	storage	in	the	field

RJ45	Ethernet	for	remote	control

Power	supply	jack	(12	V)

Installed	probe	adapter

Cableado estructurado www.interconector.es
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Test + Measurement

LANSmart Network Tester
with LC display, TDR technology

Art.-No. Type
39978.1 RJ45	/	2	x	alligator	clip	0.2	metres
 •	 Handy	high-tech	measuring	for	network	professionals
•	 Technology:	Time-domain	reflectometer	based
•	 Cable	length	measurement	possible	without	remote	unit
•	 RJ45	patch	cable	or	raw	cable	measurable
•	 Detects	pinning,	pair	assignment,	short-cuts
•	 Port	finder	function:	LANSmart	makes	the	link	LED	of	the	hub/switch/MC/NIC	light	
up

•	 Master	and	remote	unit	RJ45,	plugable
•	 LCD	display:	122	x	32	dot	matrix	56	mm	x	29	mm
•	Measuring	accuracy:	Below	10	m	+-2	m,	above	10	m	+-5%
•	 Length	measuring	range:	min.:	1	m	-	max.:	500	m
•	 Tone	generator:	1	kHz	.	Dimensions:	82	x	138	x	32	mm,	220	g
•	 Power	supply:	4.5	VDC	(3	x	AAA	micro)	(not	included)
•	 CE	tested

Art.-No. Type
39939.1 LANTester	network	&	modular	cable,	RJ11/12/45
 •	 LAN	test	kit,	master	and	remote	unit	network	and	modular	test	cable,	RJ11/12/45	
local	or	remote	connections	can	be	tested

•	 Seperate	LED	for	Pin	1	-	8	and	ground
•	 Each	individual	core	is	automatically	scanned
•	 Scan	speed	low/high,	adjustable
•	 Incl.	black	plastic	case
•	 Battery	9	V	E-block	not	included

LAN Tester

Art.-No. Type
39938.1 Test	device,	remote-adapter,	black	case
 •	 For	structured	cabling	and	patch	cables
•	 Save	expensive	troubleshooting	with	a	LAN	analyzer
•	 Standardisation	TIA/EIA	568A,	TIA/EIA	568B,	365A	and	Token	Ring

LAN Test Kit

Art.-No. Type
39936.1 LANTest,	network	and	modular	cable
 •	 Network	and	modular	test
•	 Line	tester	for	structured	cabling	and	patch	cables
•	 Advantage:	Not	pairs	only,	but	any	individual	core	can	be	tested	for	assignment
•	 For	testing	10BaseT,	10Base2	Thin	Ethernet	(coax),	RJ45	/	RJ11modular	cable	
TIA-568A,	568B

LANTester Network 

www.efb-elektronik.de
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EFB-Schulungen
Informationen unter www.efb-elektronik.de/efb-schulungen/

Copper	Connection	Technology Training
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